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Foreword 

This Technical Specification (TS) has been produced by the 3'^'^ Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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1 Scope 

The GSM and UMTS PLMNs support a wide range of circuit based services. In order to enable operators the ability to 
provide a commercially viable service there is a need to provide charging functions. 

The present document is part of a series of documents specifying charging functionaUty in UMTS networks. The UMTS 

charging architecture and principles are specified in TS 32.200 [22] which provides an umbrella for other charging 
documents that specify the structure and content of the CDRs and the interface protocol that is used to transfer them to 
the collecting node. 

The present document specifies the structure and the contents of the CDRs that are collected by the relevant network 

elements for circuit switched services in 2G (GSM) and 3G (UMTS) networks. It also defines the syntax for the 
transfer of these CDRs from the collecting nodes to billing post-processing systems using standard file transfer 
protocols. 

The CDRs content and transport within the PS domain are described in TS 32.215 [23] document, while CDRs used for 
appUcation services are defined in document TS 32.235 [24]. 

The relationship among these charging specifications is illustrated in figure 1. 



32.200 

Charging Principles 
(charging stage 2) 



32.205 

Stage 3 
CS-domain 



32.215 

Stage 3 
PS-domain 



32.225 
Reserved for 
Stage 3 IIVIS 
(R5) 



32.235 

Stage 3 
Service-domain 
(R4: IVIMS service) 



Figure 1 : Charging Documents Structure 



The interface definitions of GSM 12.05 are maintained for 2G, in order to assure backward compatibihty to earlier 
GSM releases. 

The charging architecture and principles that the present document is based on are specified in TS 32.200 [22]. 

All references, abbreviations, definitions, descriptions, principles and requirements that are common to charging in 
UMTS domains or subsystems are provided in the umbrella document [22]. To avoid vmnecessary duplications, they are 
not repeated in the present document unless it is essential. 
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[23] 3GPP TS 32.215: "3G Telecom Management; Charging management; Charging data description 

for the Packet Switched (PS) domain". 
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[24] 3GPP TS 32.235: "Telecommunication management; Charging management; Charging data 

description for application services". 

[25] GSM 12.01: "Network Management (NM); Part 2: Common aspects of GSM/DCS 1800 network 

management". 

[26] IETF RFC 959 (1985): "File Transfer Protocol"; J. Postel, J. Reynolds, ISI. 

[27] IETF RFC 783 (1981): "TFTP Protocol (revision 2)"; K.R. Sollins MIT.[28] GSM 05.01: 

"Physical layer on the radio path; General description". 

[29] GSM 08.08: "Mobile-services Switching Centre - Base Station System (MSC - BSS) interface; 

Layer 3 specification". 

[30] ITU-T Recommendation X.25: "Interface between Data Terminal Equipment (DTE) and Data 

Circuit-terminating Equipment (DCE) for terminals operating in the packet mode and connected to 
public data networks by dedicated circuit". 

[31] 3GPP TS 49.03 1 : "Location Services (LCS); Base Station System Apphcation Part, LCS 

Extension (BSSAP-LE)". 

[32] 3GPP TS 24.080: "Mobile radio interface layer 3 supplementary services specification; Formats 

and coding". 



3 Definitions, abbreviations and symbols 
3.1 Definitions 

For the purposes of the present document, the following terms and definitions apply: 

(GSM only): indicates that this clause or paragraph applies only to a GSM system. For multi-system cases this is 
determined by the current serving radio access network. 

(UMTS only): indicates that this clause or paragraph apphes only to a UMTS system. For multi-system cases this is 
determined by the current serving radio access network. 

advice of charge: real-time display of the network utilisation charges incurred by the Mobile Station. The charges are 
displayed in the form of charging units. If a unit price is stored by the MS then the display may also include the 
equivalent charge in the home currency. 

aoc service: combination of one or more services, both basic and supplementary, together with a number of other 
charging relevant parameters to define a customised service for the purpose of advice of charge. 

CAMEL: network feature that provides the mechanisms to support operator specific services even when roaming 
outside HPLMN. 

CAMEL subscription information: identifies a subscriber as having CAMEL services. 

CDR (Charging Data Record): record generated by a network element for the purpose of billing a subscriber for the 
provided service. It includes fields identifying the user, the session and the network elements as well as information on 
the network resources and services used to support a subscriber session. In the traditional circuit domain, CDR has been 
used to denote "Call Detail Record", which is subsumed by "Charging Data Record" hereafter. 

charging destination: also referred to as a destination for charging, this is a nominal reference defining the point of 
termination of a cormection for charging purposes. 

charging origin: nominal reference defining the point of origin of a connection for charging purposes, 
observed IMEI ticket: record used to describe an EIR relevant event e.g. a blacklisted IMEI. 

successful call: connection that reaches the connmunication or data transfer phase e.g. the "answered" state for speech 
connections. All other connection attempts are regarded as unsuccessful. 
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3.2 Abbreviations 

For the purposes of the present document, the following abbreviations apply. Additional applicable abbreviations can be 
found in TR 21.905 [1]. 



AoC 


AHvirp nf Cbarpp 


BCSM 


Basic Call State Model 


CAl 


Charge Advice Information 


CAMEL 


CiistomispH AnnlicatioTTi for IVIohilp nptworlc PnliaTirpH T ,npir 

\^ Ll kj LW J.XXX lj^VJ jr\. yj yj I.1\^CL lrl.VJl.lij l-VJl. l.V ±.yJKJl.l^ ll^V VV VJl. -IV L^IIIUM-II^vKA- 1-^VJcLl.K/ 


CDR 


Call Detail Record 


DP 


T^ptpptinn Pr^int 


EDP 


Pvpnt T~)ptpptinn Point 


EIR 


Rauinment Tdentitv Register 


EMS-Digits 


North American Emergency Service Routing Digits 


FMS-Kev 


^nrth Ampripnn T^inprtrpnpv Sprvipp RniitirKT TCpv 

i 1 VJl LIl .ZllllV^l till J_/lll\.^l y V.J 1 V AVVJ LlLlllli iw.^y 


ETSI 


PiironPFin TplppornrniinipatiririQ ^tanHarH Tn^titntp 


FCI 


Riimi^ih ("'haro'intT Tnfortnafinn 

± UI.I.IJ.lM.1 \_/-l.lClL gXXl K ±A.ll.\JLtl.ld\.l\Jll 


FT AM 


File Transfer, Access and Management 


GMSC 


Gatpwav MSC 




rrSlVT Sprvipp r^nntrol PiinpHon 


ffsmSSF 


CtSM^ Sprvicp Switphinp" Piinction 


HLR 




HPT MN 


Home PI MN 


HSCSD 


l-fip'h lSdppH Circuit SwitchpH Data 


IMEI 


Tntpmational Mohilp Pmiinmpnt THpnfitv 

1.111.^1 imiiyj iiui ±r±\j\jii^ j^u uxL/iiiwiii j-viwiiu-iv 


IMSI 


Tntprnational M^ohilp SiihscHhpr THpntitv 


ISDN 


TntPoratpH SprvipPQ Oitrital NptworV 


LAC 


T r*pati(Tn Arpa ("'oHp 


LR 


T opntinn Rpniip^it 


MLC 


IVTohilp T opntion ("^pntpr 

iVAVJUilC i_/VJ^^tlLiVJII V^CIILCl 


MOC 


IVTohilp ("^1*1 (TinntpH r^nll ^^nttpinnt^ 


MO-LR 


IV/Tnhilp OritrinatpH T opation Rpmip*it 
i.y±\jij±±^ v^i igj-iiditu. i^\jK/<xi.i.\ji.i Avtuut'isi. 


MS 


Mnhilp Statinn 


MSC 


TVTnhilp SwitphintT (^pntrp 


MSRN 


Mobile Station Roaming Number 


MTC 


IVToHilp XprminatpH Call fattpmnt^ 


MT-LR 


IVTnhilp TprminatpH T opation Rpniipsit 

ivxvjL'ii^.^ X \.^± iiiiiiciLv^vL i^yj^dviyjii xv^uu^i^v 


NE 


NTptworV Plpmpnt 


NI-LR 


Nptworlc TndiiPpH T,npafinn Rpnupst 

X'lwlVVV/XXV XXXUUW^VI- J— /V/VCIU-V/XX XV^UU^iJl' 


o_csi 


Originating CAMEL Subscription Information 


PLMN 


Piihlip \ anH IVInhilp NptwnrV 


SAC 


Sprvipp Arpa (^oHp 


SCF 


Service Control Function 


SCI 


Siih^iprihpr r^nntmUpH Inniit or SpnH r^liartyino" TiTformaHon 

O UUljV^I lUx^l V^VJllLl XllLJLlL \J1 Ov^llU V^llClX ^111^ XllXv/X lllClllwll 


SMS 


Sliort A/Tp*;*;?! (TP Spwipp 


SS7 


Signalling System No. 7 


T_CSI 


Terminating CAMEL Subscription Information 


TDP 


Trigger Detection Point 


TMN 


Telecommunications Management Network 


USIM 


User Service Identity Module 


USSD 


Unstructured Supplementary Service Data 


UTRAN 


UMTS Terrestrial Radio Access Network 


VAS 


Value Added Service 


VLR 


Visitor Location Register 


VMSC 


Visited MSC 


VPLMN 


Visited PLMN 


VT-CSI 


Visited Terminating CAMEL Subscription Information 



3.3 Symbols 

For the purposes of the present document, the symbols given in TS 32.200 [22] apply. 
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4 



Record types and contents 



The following tables describe the contents of each of the call and event records generated in the CS domain, e.g. by the 
MSCs (see the example scenarios in TS 32.200 [22]). For each CDR type the field definition includes the field name, 
description and category. 

Equipment vendors shall be able to provide all of the fields Usted in the CDR content table in order to claim compliance 

with the present document. However, since CDR processing and transport consume network resources, operators may 
opt to eUminate some of the fields that are not essential for their operation. This operator provisionable reduction is 
specified by the field category. 

A field category can have one of two primary values: 

M This field is Mandatory and shall always be present in the CDR. 

C This field shall be present in the CDR only when certain Conditions are met.. These Conditions are specified 
as part of the field definition. 

AH other fields are designated as Operator (O) provisionable which replaced the "Optional" category specified in an 
earlier release. Using TMN management functions or specific tools provided by an equipment vendor, operators may 
choose if they wish to include or omit the field from the CDR. Once omitted, this field is not generated in a CDR. To 
avoid any potential ambiguity, a CDR generating element MUST be able to provide all these fields. Only an operator 
can choose whether or not these fields should be generated in their system. 

Those fields that the operator wishes to be present are further divided into a mandatory and conditional categories: 

Om This is a field that, if provisioned by the operator to be present, shall always be included in the CDRs. In other 
words, an Om parameter that is provisioned to be present is a mandatory parameter. 

Oc This is a field that, if provisioned by the operator to be present, shall be included in the CDRs when the 

required conditions are met. In other words, an Oc parameter that is configured to be present is a conditional 
parameter. 

The content of the CDRs shall be specified on the interface from the core network to the billing system that are used for 
CDR transport. The rules governing the CDR specifications on these interfaces are summarised in the following clause. 

During a long user session several Partial CDRs may be generated for the same session. In this case, some information 
can be ehminated rather than repeated in all the partial CDRs for that session. Only changes from one CDR to the next, 
in addition to mandatory information, can be reported. AH the missing information can be reconstructed from fields in 
previous partial CDRs for the session. For instance, if the subscriber did not change location, the Reduced Partial CDR 
would not include any location information. 

Two formats are considered for Partial CDRs: 

- a Full Qualified Partial CDR that contains the Complete CDR Fields; and 

a Reduced Partial CDR that contains all the Mandatory fields (M) and ONLY the changes that occurred in any 
other field relative to the previous Partial CDR. 

The first CDR generated when a session is opened shall be a Full QuaUfied Partial CDR. Subsequent partial CDRs may 

be Reduced Partial CDRs. 

Thus, the convention is that when any non-mandatory field is missing from a Reduced Partial CDR, it should be 
interpreted that the same field as in the previous partial CDR could be used. Only Mandatory (M) fields MUST always 
be included. 

The anchor MSC is the creator of the CDRs. The column "2G" indicates a qualifier for the presence of the parameter in 
a 2G anchor MSC. The column "3G" indicates a quahfier for the presence of the parameter in a 3G anchor MSC. 



If the generation of these records is enabled then an MOC record shall be created for each outgoing call attempt made 
by a mobile station. These MOC records shall be produced in the originating MSC. 



4.1 



Mobile originated call attempt 
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Table 1 : MOC record 



Fielc^^^V 


2G 


3G 




Record Type 


M 


IVI 


Mobile originated. 


Sprvpd IMSI 

\_J ^ 1 VC\J IIVIWl 


M 


M 


IM^I r»f thp rallinn nartv 

1 1 vio 1 \ji LI ocii III 1^ |_/cii ly . 


>_7^l V t7>J IIVll 1 


c 


G 


IMF! nf thp rallinn MF if availahip 

IIVll 1 \Jl LI 1^ L>Clllll 1^ IVII f II CI V dl IClk^l^ . 


Served MSISDN 


Om 


Om 


The primary MSISDN of the calling party. 


O Q 1 1 oH M 1 1 m h\Q r 


IVI 


IVI 


1 IIU aUUic;bb Ul Lilc OctllcU pally I.e. lilc ilUlilUci UldllcU Uy Lilc L>clllliig 

subscriber. 


1 ictllblctLcU INUIllUcl 




uc 


1 lie OctllcU IIUMIL/c;i dlLci UigiL lidilolallUil wlUIIM lilc IVIOw ^11 ctp|JlluclUlc;^ 


Connected Number 


Oc 


Oc 


The number of tlie connected party if different to the Called Number 


noaiTiiny Numuer 


Uc 


Uc 


1 ne ivioDiie oiaiion riOaming NumDer empioyeo to rouie inis connection, it 
applicable. 


Recording Entity 


M 


IVI 


The E.164 number of the visited MSG producing the record. 


incoming i r\Lar 


Um 


Uc 


1 ne Moo truHK group on wnicn ine can originaieQ , usuaiiy irom me doo. it 

available in 3G, this parameter shall be supplied. 


L^uigoing i r\or 


Um 


Uc 


1 ne uunK group on wnicn tne caii leri ine ivioL/. it avaiiaDie in ovja, inis 
parameter shall be supplied. 


Location 


M 


M 


The identity of the cell or the SAC at the time of CDR creation, including the 
location area coae. 


L>nange or Locaiion 


Uc 


Uc 


A list OT cnanges in Location Area ooue / oervice Area uooe / v_>eii lu. tacn 
time-stamped. 


Basic service 


IVI 


M 


Bearer or teleservice employed. 


Rate Indication 


Oc 


Oc 


Present if "rate adaption" parameters for the basic service were signalled 
between the MS/UE and the network, see TS 24.008. 


Transparency Indicator 




o 


Indicates whether the basic service was used in transparent or non- 
transparent mode. This parameter is provided only for those basic services 
which may be employed in both transparent and non-transparent mode. 


Change Of Service 


Oc 


Oc 


A list of changes of basic service during a connection each time-stamped. 


Supp. Services 






Supplementary services invoked as a result of this connection. This field 
shall be present when one or more supplementary services have been 
invoked. 


AOC Parameters 


Oc 


Oc 


The charge advice parameters sent to the MS on call set-up. This field shall 
be supplied only when AoC parameters have been sent. 


Change of AOC 
Parameters 


Oc 


Oc 


New AOC parameters sent to the MS e.g. as a result of a tariff switch over, 
including the time at which the new set was applied. This field shall be 
supplied only when AoC parameters have been sent. 


Mb Classmark 


IVI 


M 


The mobile station classmark employed on call setup. 


Change of Classmarl< 


Oc 


Oc 


A list of changes to the classmark during the connection each time- 
stamped 


tveni lime stamps. 


u 

c 

Om 


G 

Om 


Seizure time; time of incoming traffic channel seizure (for unsuccessful call 

clLlcfl 1 ipLoy 

An<5wpr' timp nf arr^wpr ^fnr '^iiprpQQfiil ppII*?^ 

r^l lOVV^I. Lllll^ L^l CLIIOVVd IIL^I OLJL^OCOOILII V^CIIIOI 

Release time: time of traffic channel release 


Call duration 


M 


IVI 


The chargeable duration of the connection for successful calls, the holding 
time for call attempts. 


Data volume 


C 




The number of data segments transmitted if available at the MSC 


Radio Chan. Requested 


Om 




The type of radio traffic channel (full / half etc.) requested by the MS. 


Radio Chan. Used 


IVI 


- 


The type of radio channel actually used (full or half rate). 


Change of Rad. Chan. 


Oc 




A list of changes each time stamped 


Cause for termination 


M 


M 


The reason for the release of the connection. 


Diannn^itip*; 


On 


Om 


A morp rIptailpH rpa«;nn for thp rp|pa«;p nf thp ronnprtinn 












M 

IVI 


IVI 


A inoci! iHontifioi' Hictini-ii iichin(-i l-\at\A/aan tronco^tinnc nn tHo corner IVyiQ 
M lUOdJ JUCIIUIICI UloUl lUUIol III lU UCLWCCII 11 dl loclLrllUI lo Ul 1 11 IC ocllllc IVIO 


Sequence no. 


c 


c 


Partial record sequence number, only present in case of partial records. 










Additional Chg. Info 


Oc 


Oc 


Charge/no charge indicator and additional charging parameters, when 

dVdIldUlc. 


Record extensions 


Oc 


Oc 


A set of network / manufacturer specific extensions to the record, when 
available. 


GsmSCF address 


C 


C 


Identifies the CAMEL server serving the subscriber. Shall be present only if 
CAMEL is applied. 


Service key 


C 


c 


The CAMEL service logic to be applied. Shall be present only if CAMEL is 
applied. 


Network call reference 


C 


c 


An identifier to correlate transactions on the same call taking place in 
different network nodes, shall be present if CAMEL is applied. 
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Field^^HHl 2G 




Description 


MSG Address 


C 


c 


This field contains the E.164 number assigned to the MSC that generated 
the network call reference. Shall be present only if CAMEL is applied. 


Default call handling 


Oc 


Oc 


Indicates whether or not a CAMEL call encountered default call handling. 
This field shall be present only if default call handling has been applied. 


Number of HSCSD 
Channels Requested 


C 




The maximum number of HSCSD channels requested as received from the 
MS at call set-up. Shall only be present for HSCSD connections. 


Number of HSCSD 
Channels Allocated 


c 


- 


The number of HSCSD channels allocated to the MS at call set-up. Shall 
only be present for HSCSD connections. 


Change of HSCSD 
Parameters 


c 




A list of network or user initiated changes of number of HSCSD channels 
during a connection each timestamped. Shall only be present in case of an 
HSCSD call, if the basic HSCSD parameters are modified due the user or 

network initiated modification procedure. 


Fixed Network User Rate 


Oc 


Oc 


Il'i xl Ix X I'lXxl X' 'XlX' 1 X 1 

Indicates the user data rate applied for the connection in the fixed network. 
Shall only be present for 2G HSCSD connections and for UMTS data 
connections. 


Air Interface User Rate 
Requested 


c 


- 


The total Air Interface User Rate Requested by the MS at call setup. Shall 
only be present for non-transparent HSCSD connections. 


Channel Coding 
Accepted 


c 




A list of the traffic channels codings accepted by the MS. Shall only be 
present for HSCSD connections. 


Channel Coding Used 


c 




The traffic channels codings negotiated between the MS and the network at 
call setup. Shall only be present for HSCSD connections. 


Speech Version 
Supported 


Om 




Speech version supported by the MS with highest priority indicated by MS 


Speech Version Used 


Om 




Speech version used for that call 


Number of DP 
encountered 


Oc 


Oc 


Number that counts how often armed detection points (TDP and EDP) were 
encountered. Shall be present only if CAMEL is applied. 


Level of CAMEL service 


Oc 


Oc 


Indicator for the complexity of the CAMEL feature used. Shall be present 
only if CAMEL is applied. 


Free format Data 


c 


c 


This field contains data sent by the gsmSCF in the Furnish Charging 
Information (FCI) message(s). The data can be sent either in one FCI 
message or several FCI messages with append indicator. Shall be present 
only if CAMEL is applied. 


CAIVIEL call leg 
information 


C 


c 


Set of CAMEL information lEs. Each of these les contains information 

1 X 1 J. a. ' A K J n~ 1 III /~\ llll 1 t ^\ A A J |~ | 

related to one outgoing CAMEL call leg. Shall be present only if CAMEL is 
applied. 


Free format data append 
indicator 


C 


c 


Indicator if free format data from this CDR is to be appended to free format 
data in previous partial CDR. Shall be present only if CAMEL is applied. 


Default call handling 2 


Oc 


Oc 


1 1 ■ J. 1 J. 1 1 A ft 1 l~ 1 II 1 tit ix ill 11* f 

Indicates whether or not a CAMEL call encountered default call handling for 
2""^ service such as dialled service. This field shall be present only if 
default call handling has been applied. 


GsmSCF address 2 


C 


c 


Identifies the CAMEL server serving the subscriber for 2™ service such as 

I'll 1 llll 1 1 ' t ✓"x A ti M 1 ■ 1 ■ 1 f /^no 

dialled service. Shall be present only if CAMEL is applied for 2 service. 


Service key 2 


c 


c 


The CAMEL service logic to be applied for 2™ service such as dialled 
service. Shall be present only if CAMEL is applied for 2"" service. 


Free format Data 2 


c 


c 


This field contains data sent by the gsmSCF in the FCI message{s) for 2™ 
service such as dialled service. The data can be sent either in one FCI 
message or several FCI messages with append indicator. Shall be present 
only if CAMEL is applied for 2"^ service. 


Free format data append 
indicator 2 


c 


c 


Indicator if free format data for 2™ service from this CDR is to be appended 
to free format data in previous partial CDR. Shall be present only if CAMEL 
is applied for 2"*^ service. 


System Type 




M 


This field indicates the use of GERAN, UTRAN (or a value of unknown). This 
field is present when either the UTRAN or GERAN air-interface is used on call 
setup. For an open CDR in a 2G NE (responsible for the CDR), the field is not 
present (even if the call is handed off to a 3G air interface). For a CDR in a 3G NE 
(responsible for the CDR), the value unknown shall be used after handover. 



4.2 Mobile originated emergency call attempt 

If the generation of MOC records is enabled then an MOC emergency record shall be created for each outgoing 
emergency call attempt made by a mobile station. These records shall be produced in the originating MSC. 
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Table 2: MOC emergency record 











Record Type 


M 


M 


Mobile originated. 


oerveQ iivioi 






iMoi 01 ine calling party in case oi an emergency can wiin a oim caru. 


Served IMEI 


c 


c 


IMEI of the calling mobile equipment if available. 


berveo moIoun 


Oc 


Oc 


The primary MSISDN of the calling party, If supplied by the UE. 


Translated Number 


Oc 


Oc 


The called number after digit translation within the MSC (if applicable) 


Recording Entity 


M 


M 


The E.1 64 number of the visited MSC producing the record. 


Incoming TKGP 


Om 


Oc 


The MSC trunk group on which the call originated, usually from the BSS. If 
available In 3G, this parameter shall be supplied. 


Outgoing TKGP 


Om 


Oc 


The trunk group on which the call left the MSC. If available in 3G, this 
parameter shall be supplied. 


Location 


M 


M 


The Identity of the cell or the SAC In which the call originated Including the 
location area code. 


Cliange of Location 


Oc 


Oc 


A list of changes in Location Area Code / Service Area Code / Cell Id. Each 
time-stamped. 


Basic service 


M 


M 


Teleservlce 'emergency call'. 


AOC Parameters 


Oc 


Oc 


The charge advice parameters sent to the MS on call set-up. This field shall 
be supplied only when AoC parameters have been sent. 


Criange of AOC 
Parameters 


Oc 


Oc 


New AOC parameters sent to the MS e.g. as a result of a tariff switch over, 
including the time at which the new set was applied. This field shall be 

supplied only when AoC parameters have been sent. 


h VI O Imam „ , 

Mb Olassmark 


M 


M 


The mobile station classmark employed on call set-up. 


Change of classmarl< 


Oc 


Oc 


A list of changes to the classmark during the connection each time-stamped 


Event time stamps: 


c 


C 


Seizure time: time of incoming traffic channel seizure (for unsuccessful call 




n.. 


L> 

um 


attempts) 

Mnswer Time. Time ot answer ^Tor successTui Caiisj 

riclcdbc; Lllilc. UiTIc; Ul lidlllO uricLililcl Iclccloc 


Odll UUrdLIUll 


IVI 


IVI 


1 \\k3 or idryuduic uuidLiuii Ul Liic LrUiiiicuLiuii \u\ buoucboiui odiib, ulc riuiuiny 
time for call attempts. 


rldUiU Oildll. rlt5L]UcbLcu 


n.. 
um 




1 lie type; Ul IdUlU Lidlllo oildilimi ^lUII / lldll ULO.j icqUcblcU Uy Lllc IVIO. 


Radio Cfian. Used 


M 




The type of radio channel used (full or half rate). 


Change of Rad. Chan. 


Oc 




A list of changes each time stamped 


Cause for termination 


M 


M 


The reason for the release of the connection. 


Diagnostics 


Om 


Om 


A more detailed reason for the release of the connection. 


Call reference 


M 


M 


A local identifier distinguishing between transactions on the same MS 


Sequence no. 


C 


C 


Partial record sequence number, only present in case of partial records. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 


System Type 




M 


This field Indicates the use of GERAN, UTRAN (or a value of unknown). 
This field Is present when either the UTRAN or GERAN air-Interface Is used 
on call setup. For an open CDR in a 2G NE (responsible for the CDR), the 
field is not present (even if the call is handed off to a 3G air interface). For a 
CDR In a 3G NE (responsible for the CDR), the value unknown shall be 
used after handover. 
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4.3 Mobile originated call forwarding attempt 

If the generation of MOC records is enabled in the forwarding MSG then the forwarding MSG shall produce an MOG 
record for the forwarded-leg of the call. 



Table 3: MOC, call forwarding record 



Field 


2G 


3G 




Record Type 


M 


M 


Mobile originated. 


Served IMSI 


M 


M 


IMSI of the calling party. 


Served MSISDN 


Om 


Om 


The MSISDN of the forwarding party. 


Calling Number 


Om 


Om 


The address of the calling party. 


Called Number 


M 


M 


The address of the "forwarded-to" party. 


Translated Number 


Oc 


Oc 


The called number after digit translation within the MSC (if applicable) 


Connected Number 


Oc 


Oc 


The number of the connected party if different to the Called Number 


Roaming Number 


Oc 


Oc 


The Mobile Station Roaming Number employed to route this connection, 
if applicable. 


Rpcordino Entitv 


M 


M 


The E.164 number of the forwarding MSC 


Incoming TKGP 


Om 


Om 


The MSC trunk group on which the call originated at the forwarding MSC. 


Outgoing TKGP 


Om 


Om 


The trunk group on which the call left the forwarding MSC 


DdblO bulVIOc 


n 




DtJdlci or LclcbciVICc ciTipiUycU, IIUl dlWdyb dVdlldUlc c.y. Ill Odbc Ul OdII 

forwarding unconditional. 


Rate Adaptation 


Oc 


Oc 


Present if "rate adaption" parameters for the basic service were signalled 
between the MS/UE and the network, see TS 24.008. May not always be 

aVaMaUlc III Lillb \jUr\ lypfs. 


Transparency Indicator 





C 


Indicates whether the basic service was used in transparent or non- 

irdllbpdlcIU IIIUUc. 1 lllb pdldlllclcl lb piUvlUcU Ulliy lUI lllUbt? UdbIC bclVIOcb 
\A/hiph ma\/ hp» p»mnln\/pH in hnth tranQnarpnt anrl nnn-tranQnarpnt mnrlp 

Vvl MUI 1 II lay UK^ K^l t I^JI\jyKj\J III UULII llcll lojjcll CIIL ClIIU IILfll LIClllo|JClldll IIIUUC 








Inrlipatoc tho i icf^r Hata rato annlioH fr>r tHo or^nno^tir^n in tho fivoH notvA/nrU 

II lUIOdLCO LI Ic: UoCI UCtLCl IdLU Cl|jpilt:^U lUI LI IC LfUl II lt:^ULIUI 1 III LI IC IIACU [lt:;LVvUII\. 

Shall only be present for 2G HSCSD connections and for UMTS data 
connections. 


ChangeOf Service 


Oc 


Oc 


A list of changes of basic service during a connection each time-stamped. 


Supplementary Services 


C 


C 


Supplementary services invoked as a result of this connection, if this 
information is available to the forwarding node. This field shall be present 
when one or more supplementary services have been invoked. 


Event time stamps: 


C 

C 

Om 


c 
c 

Om 


Seizure time: time of incoming traffic channel seizure (for unsuccessful call 

attempts) 

Answer time: time of answer (for successful calls) 
Release time: time of traffic channel release 


Call duration 


M 


M 


The chargeable duration of the connection for successful calls, the holding 
time of call attempts. 


Data volume 


C 




The number of data segments transmitted if available at the MSC 


Cause for termination 


M 


M 


The reason for the release of the connection. 


Diagnostics 


Om 


Om 


A more detailed reason for the release of the connection. 


Call reference 


M 


M 


A local identifier distinguishing between transactions on the same MS 


Sequence no. 


c 


c 


Partial record sequence number, only present in case of partial records. 


Additional Chg. Info 


Oc 





Charge/no charge indicator and additional charging parameters, when 

availablp 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 


GsmSCF address 


C 


C 


Identifies the CAMEL server serving the subscriber. Shall be present only if 
CAMEL is applied. 


Service key 


C 


C 


The CAMEL service logic to be applied. Shall be present only if CAMEL is 
applied. 


Network call reference 


C 


c 


An identifier to correlate transactions on the same call taking place in 
different network nodes, shall be present if CAMEL is applied. 


MSG Address 


C 


c 


This field contains the E.164 number assigned to the MSC that generated 
the network call reference. Shall be present only if CAMEL is applied. 


CAMEL initiated CF 
indicator 


C 


c 


Indicates that the CAMEL server initiated call forwarding. Shall be present 
only if CAMEL is applied. 


Default call handling 


Oc 


Oc 


Indicates whether or not a CAMEL call encountered default call handling. 

This field shall be present only if default call handling has been applied. 


Number of DP 
encountered 


Oc 


Oc 


Number that counts how often armed detection points (TDP and EDP) were 
encountered. Shall be present only if CAMEL is applied. 
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Field 


2G 


3G 


Description 


Level of CAMEL service 


Oc 


Oc 


Indicator of the complexity of the CAMEL feature used. Shall be present 
only if CAMEL is applied. 


Free format Data 


C 


c 


This field contains data sent by the gsmSCF in the Furnish Charging 
Information (FCI) messages. The data can be sent either in one FGI 
message or several FGI messages with append indicator. Shall be present 
only if CAMEL is applied. 


CAMEL call leg 
information 





c 


Set of CAMEL information lEs. Each of these les contains information 

1 X 1 J. X ■ A h Jl l~~ 1 III 1 1 1 1 X I 'I. A h il l~~ 1 

related to one outgoing CAMEL call leg. Shall be present only if CAMEL is 
applied. 


Free format data append 
indicator 


C 


c 


1 1 ' J. '1.1. 1 M. \ i. t J.I ■ T~\ 'ii iiif 1 1 

Indicator if free format data from this CDR is to be appended to free format 
data in previous partial CDR. Shall be present only if CAMEL is applied. 


Default call handling 2 


Oc 


Oc 


1 1 ' X 1 X 1 X A K A l~~ 1 11 X I \ £. Ix III II' £ 

Indicates whether or not a CAMEL call encountered default call handling for 
2"'' service such as dialled service. This field shall be present only if default 
call handling has been applied. 


GsmSCF address 2 


C 


c 


Identifies the CAMEL server serving the subscriber for 2"° service such as 
dialled service. Shall be present only if CAMEL is applied for 2"^ service. 


Service i<ey 2 


C 


c 


The CAMEL service logic to be applied for 2™ service such as dialled 
service. Shall be present only if CAMEL is applied for 2"^ service. 


Free format Data 2 





c 


This field contains data sent by the gsmSCF in the FCI message{s) for 2™ 
service such as dialled service. The data can be sent either in one FCI 
message or several FCI messages with append indicator. Shall be present 

only if CAMEL is applied for 2"'^ service. 


Free format data append 
indicator 2 


C 


c 


Indicator if free format data for 2™ service from this CDR is to be appended 
to free format data in previous partial CDR. Shall be present only if CAMEL 
is applied for 2"^* service. 



4.4 Mobile terminated call attempt 

If the generation of these records is enabled, then an MTC record shall be created for each incoming call attempt made 
for a mobile station. The MTC records shall be produced in the terminating MSC. 

Table 4: MTC record 



Field 


2G 


3G 


— Descrlptlon^^^^^^^^^^^^^^^^l 


Record Type 


M 


M 


Mobile Terminated. 


Served IMSI 


M 


M 


IMS! of the called party. 


Served IMEI 


C 


C 


IMEI of the called ME, if available. 


Served MSISDN 


Om 


Om 


The MSISDN of the called party. 


Calling Number 


C 


C 


The number of the calling party if available. 


Connected Number 


Oc 


Oc 


Only relevant in case of call forwarding where the "forwarded-to" number is 
recorded. 


Recording Entity 


M 


M 


The E.164 number of the visited (terminating) MSC 


Incoming TKGP 


Om 


Om 


The MSC trunk group on which the call originated. 


Outgoing TKGP 


Om 


Oc 


The trunk group on which the call left the MSC, usually to the BSS. If 
available in 3G, this parameter shall be supplied. 


Location 


C 


C 


The identity of the cell or the SAC occupied by the called party when the call 
was set up, including the location area code. 


Change of Location 


Oc 


Oc 


A list of changes in Location Area Code / Service Area Code / Cell Id. Each 
time-stamped. 


Basic Service 


M 


M 


Bearer or teleservice employed 


Rate Adaptation 


Oc 


Oc 


Present if "rate adaption" parameters for the basic service were signalled 
between the MS/UE and the network, see TS 24.008. 


Transparency Indicator 


C 


C 


Indicates whether the basic service was used in transparent or non- 
transparent mode. This parameter is provided only for those basic services 
which may be employed in both transparent and non-transparent mode. 


Change of Service 


Oc 


Oc 


A list of changes of basic service during a connection each time-stamped. 


Supplementary services 


C 


c 


Supplementary services invoked as a result of this connection. This field 
shall be present when one or more supplementary services have been 

invoked. 


AOC Parameters 


Oc 


Oc 


The charge advice parameters sent to the MS on call set-up. This field shall 
be supplied only when AoC parameters have been sent. 
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Field 


2G 


3G 


Description 


Change of AOC 
Parameters. 


Oc 


Oc 


New AOC parameters sent to the MS e.g. as a result of a tariff switch-over, 
including the time at which the new set was applied. This field shall be 
supplied only when AoC parameters have been sent. 


Mb ulassmark 


M 


M 


The mobile station class mark. 


Change of Classmark 


Oc 


Oc 


A list of changes to the classmark during the connection each time-stamped 


Event time stamps: 


c 


c 

Li 

n.. 


Seizure time: time of traffic channel seizure for unsuccessful call attempts 
Answer time: time of answer for successful calls 

riclcctbc; Lllllc. Ulllc Ul UctlllU Ullctililcl iclcdoc 


OqII Hiirotirtn 
Octll UUldUUil 


M 

Ivl 


Ivl 


1 lie Ol laiycdUlc; UUiallUil Ul Lllc UUIIIIcULIUII II oUUUcoolUI, Lllc llUIUIIiy Lllltc; Ul 

thp ppII if 1 in9i ir'ppci*5fi il 

Li OClli 11 U 1 IOUOV.fOOO 1 U 1 . 


nptp vnli imp 


c 




Thp niimhpr nf Hatp *5Pnrnpnt*5 trpn^mittpH if availphip 3t thp M5^0 

1 lie 1 1 U 1 1 1 L/d \J 1 VJCILCI 1 1 IC7I 1 Lo LI Cll lOl 1 II LlCU , 1 1 CIV CLIICLUIK^ Cll 11 IC lvl\_/w 


1 iCHJIkJ Wl ICli !■ 1 lCL^UC70lC7U 


0^/l 




Thp tvnp nf r^Hin trpffir* rh^innpl ^fiill / h^lf ptr ^ rpniip^tprl hv thp MR 

I lie lyYJKj \J\ 1 CAvJ 1 \J LiCllllLf OllCllllld ^ILlll / IIClll e LO . f 1 LICOLCU Uj LI IC IvIO . 


Radio Chan. Used 


M 


- 


The type of radio channel used (full or half rate). 


Olldliyc Ul ridU. Olldll 






r\ llbL Ul ClIclHycb caCll LlllltJ oLallipcU 


Cause for termination 


M 


M 


The reason for the release of the call. 


Diagnostics 


r\ 

Um 


pi 

Um 


A more detailed reason for the release of the connection. 


Call reference 


M 


M 


A local identifier distinguishing between transactions at the same MS 


Sequence no. 


o 


o 


Partial record sequence number, only present in case of partial records. 


Additional Ghg. Info 


Oc 


Oc 


Charge/no charge indicator and additional charging parameters, when 
available. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 


Network call reference 


c 


C 


An identifier to correlate transactions on the same call taking place in 
different network nodes, shall be present if CAMEL is applied. 


MSG Address 


c 


C 


This field contains the E.164 number assigned to the MSC that generated 
the network call reference. Shall be present only if CAMEL is applied. 


Number of HSCSD 
Channels Requested 


Oc 




The maximum number of HSCSD channels requested as received from the 
MS at call set-up. Shall only be present for HSCSD connections. 


Number of HSCSD 

Channels Allocated 


Oc 


- 


The number of HSCSD channels allocated to the MS at call set-up. Shall 
only be present for HSCSD connections. 


Change of HSCSD 
Parameters 


Oc 




A list of network or user initiated changes of number of HSCSD channels 
during a connection each timestamped. Shall only be present in case of an 
HSCSD call, if the basic HSCSD parameters are modified due the user or 
network initiated modification procedure. 


Fixed Network User Rate 


Oc 




Indicates the user data rate applied for the connection in the fixed network. 
Shall only be present for 2G HSCSD connections and for UMTS data 
connections. 


Air Interface User Rate 
Requested 


c 




^Fln A ^A^nl Ail* Im^A A n A 1 1 A A v |— 1 A^ A aaii.aa^aaI lAif^lnA K A A^ aaII aa+i.a Ufe a I I 

1 he total Air Intertace User Kate Requested by the Mb at call setup, bhall 
only be present for non-transparent HSCSD connections. 


Channel Coding 
Accepted 


C 




A llA+ A^ ^L^A ^I^A^f ■ A aL^AiAiAaIa A A ^ ■ M A A A A AlA^ A ^ L^««+Li^A K A IaaII AiaIif L^A 

A list Of the traffic channels codings accepted by the Mb. bhaii only be 
present for HSCSD connections. 


Channel Coding Used 


C 


- 


The traffic channels codings negotiated between the MS and the network at 
call setup. Shall only be present for HSCSD connections. 


Speech Version Used 


Om 




Speech version used for that call 


Speech Version 
Supported 


Om 




/-^ 1 M J. 1 1 xl 1 *j.l l"l 1 J.II K 

Speech version supported by the MS with highest priority indicated by MS 


System Type 




M 


This field indicates tlie use of GERAN, UTRAN (or a value of unknown). This field 
is present when either the UTRAN or GERAN air-interface is used on call setup. 
For an open CDR in a 2G NE (responsible for the CDR), the field is not present 
(even if the call is handed off to a 3G air interface). For a CDR in a 3G NE 
(responsible for the CDR), the value unknown shall be used after handover. 



4.5 Roaming call attempt 

If the generation of these records is enabled then, a roaming record shall be created for each call redirected to a mobile 
subscriber roaming outside the HPLMN. These roaming records shall be produced in the GMSC of the roaming 
subscriber's HPLMN. 
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Table 5: Roaming record 



Fielc^^^V 


2G 


3G 




Record Type 


M 


M 


Roaming record. 


Served IMSI 


M 


M 


IMSI of the called (roaming) party. 


Served MSISDN 


Om 


Om 


The MSISDN of the called (roaming) party. 


Cflllinn Niimhpr 


c 


c 


The addrp'^^ nf thp rallinn nartv if availahip 


Rn^minn Niimhpr 

liWClllllllU I^LJIIIIhy^l 


M 


M 


Thp Mnhilp .^tatinn Rnanninn Niimhpr pmnlnvpH tfi rriiitp thi<; rnnnpptinn 

1 11^ IVIIulL/ll^ \J LdLI Wl 1 1 IWClllllllU l>IUIIIk^UI dllk^lWyCU LW IWUILC LIIIO^UIIII^wLIUII. 


Recording Entity 


M 


M 


The E.1 64 number of the GMSC 


Incoming TKGP 


Om 


Om 


The GMSC trunk group on which the call originated. 


UUIyOing 1 rvor 


Um 


Um 


The trunk group on which the call left the GMSC 


Basic service 


M 


M 


Bearer or teleservice employed. 


Transparency Indicator 


C 


C 


Indicates whether the basic service was used in transparent or non- 
transparent mode. This parameter is provided only for those basic services 
which may be employed in both transparent and non-transparent mode. 


ChangeOfService 


Oc 


Oc 


A list of changes of basic service during a connection each time-stamped. 


Supplementary Services 


c 


c 


1 J. ''II Ix .£ J.I ' i' ^Fl X' 1 1 

Supplementary services invoked as a result of this connection. This field 
shall be present when one or more supplementary services have been 
invoked. 


tveriT Time siamps 


c 

v-'M 


c 

Or/1 


oeizure time, iime ot incoming iraTTic cnannei seizure ^Tor unsuccessTui can 

ctLlullipLo^ 

Anc;wpr timp' timp nf anc;wpr ffnr <^iirrP9c;fiil rall^^ 
Release time: time of traffic channel release 


Oall Hi iratinn 

Weill UUI ClllUI 1 


M 


M 


Thp fharnpahlp Hiiratinn nf thp pnnnpntinn fnr '^iipfp^t^fii! nail*? thp hnlrlinn 

1 lie OllCllUCClkJIC UUIClllUII \Jl LIIC 1 II ICLrLIL/l 1 lUI OLIV^LrCOOlLII OClllO] LIIC IIUIUIIIU 

time of call attempts. 


Dptp vnli imp 


c 


c 


Thp ni imhpr nf rlatp <^pnmpnt*5 trpn^mittprl if pvailahlp ?it thp fnMRO 

1 1 1 1 1 U 1 1 1 L/C* 1 \J\ VJCILCI 1 1 Id 1 lo LI Cll lOl 1 II LLOU 1 1 CI v dllClUIC ClL 11 IC \Ji iVlwW 


Cause for termination 


M 


M 


The reason for the release of the connection. 




^M 


On 
^M 


A mnrp Hptailpd rp^^nn fnr thp rp|p3<^p nf thp mnnprtinn 

r\ \ \ \\Jl UdClllCU 1 OClOLJI 1 l\JI LI lO 1 dOClOC \JI LI IC \j\J\ II IC^LrLIUI I. 


Call reference 


M 


M 


A local identifier distinguishing between transactions on the same MS 


Sequence no. 


C 


C 


Partial record sequence number, only present in case of partial records. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 


Network call reference 


C 


C 


An identifier to correlate transactions on the same call taking place in 
different network nodes, shall be present if CAMEL is applied. 


MSG Address 


C 


C 


This field contains the E.1 64 number assigned to the MSC that generated 
the network call reference. Shall be present only if CAMEL is applied. 



4.6 Incoming gateway call attempt 

If generation of these records is enabled, an incoming gateway record shall be created for each incoming call attempt 
received by a gateway MSC from another network. These records, produced in the gateway MSC, may be used to settle 
accounts with other networks. The generation of gateway records shall not be influenced by the production of MTC 
records i.e. even if the GMSC and terminating MSC are co-located a gateway record shall still be produced. 
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Table 6: Incoming gateway record 



Fielc^^^H 


2G 


3G 




Record Type 


M 


M 


Incoming gateway record 


Calling Number 


C 


C 


The number of the calling party if available at this node. 


v_>aMea iNurriDer 


M 


IVI 


1 ne auuress ot ine caiieu pany as seen oy ine oiviou. i nis is ine numoer 
employed by the GMSC for routing. 


Recording Entity 


M 


M 


The E.1 64 number of the GMSC 


Incoming 1 Kor" 


M 


M 


The incoming GMSC trunk group on which the call originated. 


Outgoing I Ktar 


Om 


Oc 


1 he trunK group on wnicn the call lett the (jaMbO. it avaiiaDie in oo, this 

paramGtGr shall bG suppliGd. 


— = : 

Event time stamps! 


IVI 

c 


IVI 

c 

Or/1 

v-ZIVI 


SgIzutg timG! tirriG of incoming trunk soizuro 

Anc\A/or ti mo* timo rif a nc\A/or ^ciirr^occfiil r'Qilc r\nl\/\ 
Ml lovVUI Ulllc;. IIIIIU Ul Cll lovvUI ^oUUOUoolUI OCillo \J\ Wy ) 

npipacp tiiTiP' timp of inrnminn trunk rplpa^ip 


Call duration 


M 


M 


The accountable duration (answer -> release of incoming trunk) of the 
connection if successful, the call holding time of the incoming trunk for call 

attempts. 


Data Volume 


C 




If applicable and known at the GMSC 


Cause for termination 


M 


M 


The reason for the release of the connection. 


Diagnostics 


Om 


Om 


A more detailed reason for the release of the connection. 


Call Reference 


M 


M 


A local identifier distinguishing between transactions. 


Sequence no. 


C 


C 


Partial record sequence number, if applicable. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



4.7 Outgoing gateway call attempt 

If generation of these records is enabled, an outgoing gateway record shall be created for each outgoing call attempt 
from a gateway MSC to another network. These records, produced in the gateway MSC, may be used to settle accounts 
with other networks. The generation of gateway records shall not be influenced by the production of MOC records i.e. 
even if the GMSC and originating MSC are co-located a gateway record shall still be produced. 



Table 7: Outgoing gateway record 







3G 




Record Type 


M 


M 


Outgoing gateway record 


Calling Number 


C 


C 


The number of the calling party if available at this node. 


Called Number 


M 


M 


The address of the called party as seen by the GMSC. This is the number 
employed by the GMSC for routing. 


Recording Entity 


M 


M 


The E.1 64 number of the GMSC 


Incoming TKGP 


Om 


Oc 


The incoming GMSC trunk group on which the call originated. If available 
in 3G, this parameter shall be supplied. 


Outgoing TKGP 


M 


M 


The trunk group on which the call left the GMSC. 


Event time stamps: 


M 

C 
Om 


M 
C 

Om 


Seizure time: time of outgoing trunk seizure 
Answer time: time of answer (successful calls only) 
Release time: time of outgoing trunk release 


Call duration 


M 


M 


The accountable duration (answer -> release of outgoing trunk) of the 
connection if successful, the call holding time of the outgoing trunk for call 
attempts. 


Data Volume 


C 




If applicable and known at the GMSC 


Cause for termination 


M 


M 


The reason for the release of the connection. 


Diagnostics 


Om 


Om 


A more detailed reason for the release of the connection. 


Call Reference 


M 


M 


A local identifier distinguishing between transactions. 


Sequence no. 


C 


C 


Partial record sequence number, if applicable. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



ETSI 



3GPP TS 32.205 version 5.0.0 Release 5 



20 



ETSI TS 132 205 V5.0.0 (2002-03) 



4.8 Transit call attempt 

If generation of these records is enabled then a transit record may be generated for each incoming call attempt received 
by a Transit MSC i.e. neither originating nor terminating. For the avoidance of doubt, a transit record shall only be 
produced if no MOC or MTC record is produced for this call attempt by this MSC. The transit records, produced in the 
TMSC, may be used to record traffic from particular origins or to particular destinations. 



Table 8: Transit record 



Fleldl^^^^ 




3G 




Record Type 


M 


IVI 


Transit. 


Recording Entity 


M 


M 


The E.1 64 number of the transit IVISC 


Incoming TKGP 


IVI 


IVI 


The TMSC trunk group on which the call originated. 


Outgoing TKGP 


M 


M 


The trunk group on which the call left the TMSC. 


Calling Nunnber 


C 


C 


The number of the calling party if available at this node. 


Called Number 


M 


M 


The address of the called party as seen by the TMSC. 


ISDN Basic Service 


Om 


Om 


The ISDN basic service employed 


Event time stamps: 


C 
C 

Om 


C 
C 

Om 


Seizure time: time of incoming trunk seizure for unsuccessful call attempts 
Answer time: time of answer (successful calls only) 
Release time: time of traffic channel release 


Call duration 


M 


IVI 


The chargeable duration of the connection if successful, the call holding 
time for call attempts. 


Data Volume 


C 




If applicable and known at the transit MSC 


Cause for term. 


M 


M 


The reason for the release of the connection. 


Diagnostics 


Om 


Om 


A more detailed reason for the release of the connection. 


Call Reference 


M 


IVI 


A local identifier distinguishing between transactions. 


Sequence no. 


C 


C 


Partial record sequence number, if applicable. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



4.9 Supplementary service actions 

A supplementary service record may be produced in the NEF of the appropriate MSC or HLR for each supplementary 
service action (activation, deactivation, invocation etc.) performed or initiated by the subscriber. 

- There are two fundamental types of SS-actions: Call related i.e. as a result of a connection e.g. Invocation of 
CLIP / CUR / AOC etc. 

Non-call related i.e. as a result of subscriber controlled input (SCI) e.g. Registration of call forwarding. 

Each supplementary service action shall be performed on one or more basic service groups. If the action appUes to all 
teleservices and all bearer services (i.e. to all basic services) then the basic services field shall be omitted. 

SCI actions may be recorded in individual SS-action records. Call related actions may be recorded in either the 
appropriate call record (MOC/MTC) or in separate SS-action records. 

Additional non-standard supplementary service actions may be made available within some networks in the form of 
Unstructured Supplementary Service Data (USSD). These actions may also be recorded in SS-action records. However, 
as these actions are non-standard they may not include an appropriate action type, supplementary service code or basic 
service code. 



Table 9: SS-action record 



Field 


2G 


3G 


Description 


Record Type 


M 


M 


Supplementary service action. 


Served IMSI 


M 


M 


The IMSI of the MS performing the action. 


Served IMEI 


Oc 


Oc 


The IMEI of the ME performing the action. 


Served MSISDN 


Om 


Om 


The primary MSISDN of the party performing the action. 


MS Classmark 


M 


M 


The mobile station classmark. 


Recording Entity 


M 


M 


The E.1 64 number of the visited MSC / HLR. 


Location 


Om 


Om 


The identity of the cell or the SAC, including the location area code, from 
which the request originated. 
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Field^^HHb 2G 


oOl 


Description 


Basic Services 


C 


O 


The basic service group(s) to which the supplementary service applies. 
This field is not provided if the action applies to all basic services. 


Supplementary Service 


C 


c 


The supplementary service or group of supplementary services for which 
ine requesi was maue. May noi ue avaiiauie in case ot uoou. 


SS Action 


C 




Aciivaiion, aeaciivaiion, inierrogaiion eic. May noi oe avaiiaoie in case or 
USSD. 


SS Action time stamp 


M 


IVI 


The time at which the action was requested. 


SS Parameters 




c 


Service dependent parameters or unstructured supplementary service 

Udlcl, 1! UciillcU iOr lllc OO dOllUII IcUCJlUcU III Llllb ouri. 


SS Action Result 


C 


c 


Result of the requested transaction if unsuccessful. 


Call Reference 


M 


M 


A local identifier distinguishing between transactions at the same MS. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 


System Type 




M 


This field is present when either the UTRAN or GERAN air-interface is used. It is 
omitted when the service is provided by a GSM air interface 



4.10 HLR interrogation 

If enabled, a HLR interrogation record shall be created for each interrogation performed for a mobile subscriber. These 
records may be produced in either the HLR itself or the interrogating MSC. 

Table 10: HLR interrogation record 



Record Type 


M 


3G 

M 


HLR interrogation. 


Served IIVISI 


C 


C 


The IMSI of the party being interrogated, if successful 


Served MSISDN 


M 


M 


The MSISDN of the subscriber being interrogated. 


Recording Entity 


M 


M 


The E.164 Number of the HLR / MSC. 


Basic Service 


Oc 


Oc 


Onlyforteleservice21 (SMS-MT). 


Routing Number 


C 


C 


Routing number (MSRN, forwarding no.) provided by the HLR if the 
interrogation was successful. 


Interrogation time stamp 


M 


IVI 


Time at which the interrogation was invoked. 


Number of Fonwarding 


C 


c 


The number of times the call has been forwarded if provided by ISUP. 


Interrogation Result 


C 


c 


The result of the interrogation request if unsuccessful. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



4.1 1 Location update (VLR) 

If enabled, a VLR location update record shall be produced in the VLR for each location registration or location update 
received by the VLR for a mobile subscriber. 
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Table 11: Location update (VLR) record 



Fielc^^^^H 


2G 


3G 




riecora i yp© 


IVI 


IVI 


LOCallOn UpOalc. 


Qfin/firl l^ylCI 


M 


IVI 


iMoi OT ine serveo mo. 


oGrVGO IVIoloUlM 


r\ 
Um 


r\ 
Um 


ThG primary MSISDN of thG party pGrforming tliG location updatG 


RGCording Entity 


IVI 


IVI 


TfiG E.1 64 numbGr of tliG Gntity (VLR or MSC/VLR) gGnorating tho rGCord. 


Kj\o locaiion 


c 


c 


Not prGSGnt for rogistration: 
VMSC E.1 64 Number 






c. 




New location 


M 


M 


VMSC E.1 64 Number 




M 


M 


Location Area Code 




Om 


Om 


Cell Identification or Service Area Code 


MS Classmark 


M 


M 


Tlie mobile station classmark. 


Update time stamp 


M 


M 


Time at which the update was invoked. 


Update Result 


C 


C 


The result of the location update if unsuccessful. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



4.12 Location update (HLR) 

If enabled, an HLR location update record shall be produced in the HLR for each location registration or location 
update received by the HLR for a mobile subscriber including location updates received from subscribers roaming in 
foreign PLMNs. 



Table 12: Location Update (HLR) record 



Field 


2G 


3G 




Record Type 


M 


M 


Location update. 


Served IMSI 


M 


M 


IMSI of the served MS. 


Recording Entity 


M 


M 


The E.1 64 Number of the HLR. 


Old location 


Oc 


Oc 


VMSC E.164 Number 




Oc 


Oc 


VLR E.164 Number 


New location 


M 


M 


VMSC E.164 Number 




M 


M 


VLR E.164 Number 


Update time stamp 


M 


M 


Time at which the update was invoked. 


Update Result 


C 





The result of the location update if unsuccessful. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



4.13 Short message service, mobile originated 

If enabled, an SMS-MO record shall be produced, within the originating MSC, for each short message sent by a mobile 
subscriber. 



Table 13: SMS-MO record 



Fiell^^V 


2G 


3G 




Record Type 


M 


M 


SMS-Mobile originated. 


Served IMSI 


M 


M 


The IMSI of the subscriber sending the short message. 


Served IMEI 


Oc 


Oc 


The IMEI of the ME sending the message, if available. 


Served MSISDN 


Om 


Om 


The primary MSISDN of the subscriber sending the message. 


MS Classmark 


M 


M 


The mobile station classmark. 


Service Centre 


M 


M 


The address (E.164) of the SMS-service centre. 


Recording Entity 


M 


M 


The E.164 number of the visited MSC 


Location 


Om 


Om 


The Location Area Code and Cell Identity / Service Area Code from which 
the message originated. 


Event Time stamp 


M 


M 


Origination time: The time at which the message was received by the MSC 
from the subscriber. 


Message Reference 


M 


M 


A reference, provided by the MS uniquely identifying this message. 
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Field^^A 


2G 


3G 




bMb Kesult 


O 





The result of the attempted delivery If unsuccessful. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 

available. 


Destination number 


Om 


Om 


The destination number dialled by the MS sending the short message. 


CAMELSMSInformation 


c 





Set of CAMEL information IBs. Each of these les contains information 
related to CAMEL call leg related for the SMS. Shall be present only if 
CAMEL is applied. 


System Type 




M 


This field indicates the use of GERAN, UTRAN (or a value of unknown). This 
field is present when either the UTRAN or GERAN air-interface is used on call 
setup. For an open CDR in a 2G NE (responsible for the CDR), the field is not 
present (even if the call is handed off to a 3G air interface). For a CDR in a 3G NE 
(responsible for the CDR), the value unknown shall be used after handover. 



4.14 Short message service, mobile terminated 

If enabled, an SMS-MT record shall be produced, within the terminating MSC, for each short message received by a 
mobile subscriber. 

Table 14: SMS-MT record 



Field^^B 








Record Type 


M 


M 


SMS-Mobile Terminated. 


Service Centre 


M 


M 


The E.1 64 address of the SMS centre. 


Served IMS! 


M 


M 


The IMSI of the receiving party. 


Served IMEI 


Oc 


Oc 


The IMEI of the receiving party, if available. 


Served MSISDN 


Om 


Om 


The MSISDN of the receiving party. 


MS Classmarl^ 


M 


C 


The mobile station classmark. 


Recording Entity 


M 


M 


The E.1 64 number of the visited MSC. 


Location 


Om 


Om 


The Location Area Code and Cell Identity /Service Area Code to which the 
message was delivered. 


Event time stamp 


M 


M 


Delivery time: time at which message was sent to the MS by the MSC. 


SMS Result 


C 


C 


The result of the attempted delivery if unsuccessful. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 


System Type 


C 


M 


This field is present when either the UTRAN or GERAN air-interface is used. It is 

omitted when the service is provided by a GSM air interface 


CAMELSMSInformation 


C 


C 


Set of CAMEL information lEs. Each of these lEs contains information 
related to CAMEL call leg related for the SMS. Shall be present only if 
CAMEL is applied. 



4.15 SIVIS-IVIO interworking record 

If enabled, an SMS-MO interworking record shall be produced, within the interworking MSC, for each short message 
generated by a mobile subscriber. These records may be used to settle accounts between PLMNs and SMS service 
centres. Where the Interworking MSC is also the originating MSC, an SMS-MO CDR will also be generated. 

Table 15: SMS-MO interworking record 





3G 




Record Type 


M 


M 


SMS-MO interworking record. 


Service Centre 


M 


M 


The E.1 64 address of the SMS service centre. 


Served IMSI 


M 


M 


The IMSI of the sending party. 


Recording Entity 


M 


M 


The E.1 64 number of the visited MSC. 


Event Time stamp 


M 


M 


The time at which the message was received by the intenworking function. 


SMS Result 


C 


C 


The result of the attempted delivery if unsuccessful, when available. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record. 
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4. 1 6 SMS-MT gateway record 

If enabled, an SMS-MT gateway record shall be produced, within the gateway MSC, for each short message sent to a 
mobile subscriber. Where the Gateway MSC is also the terminating MSC, an SMS-MT CDR will also be generated. 



Table 16: SMS-MT gateway record 



Wl^ Field 


2G 


3G 


Description 


Record Type 


IVI 


M 


SMS-MT gateway record. 


Service Centre 


IVl 


IVI 


The E.1 64 address of the SMS service centre. 


Served IMSI 


M 


M 


The IMSI of the receiving party. 


Served MSISDN 


Om 


Om 


The MSISDN of the receiving party. 


Recording Entity 


IVI 


IVI 


The E.1 64 number of the visited MSC. 


Event Time stamp 


IVI 


M 


The time at which the message was received by the gateway. 


SMS Result 


c 


C 


The result of the attempted delivery If unsuccessful. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



4.17 Common equipment usage record 

If enabled, a conmion equipment usage record shall be created in the VMSC to record the usage (duration) of common 
equipment, e.g. conference circuits, employed by a mobile subscriber. 

Table 17: Common equipment usage record 



Field^^A 


20 


30 


DesMI^^^^^^^^^^^^H 


Record Type 


M 


M 


Common equipment usage record. 


Equipment type 


M 


M 


e.g. Conference circuit. 


Equipment Id. 


C 


C 


The local id. Of the equipment employed. 


Served IMSI 


M 


M 


The IMSI of the party responsible for the seizure of the equipment.. 


Served MSISDN 


Om 


Om 


The primary MSISDN of the served party.. 


Recording Entity 


M 


M 


The E.1 64 number of the MSC in which the equipment is located. 


Basic service 


C 


C 


Bearer or teleservice employed, if appropriate. 


Rate Adaptation 


Oc 


Oc 


Present if "rate adaption" parameters for the basic service were signalled 
between the MS/UE and the network, see TS 24.008. 


Fixed Network User Rate 


Oc 


Oc 


Indicates the user data rate applied for the connection in the fixed network. 
Shall only be present for 2G HSCSD connections and for UMTS data 
connections. 


ChangeOfService 


Oc 


Oc 


A list of changes of basic service during a connection each time-stamped. 


Supp. Services 


C 


c 


Supplementary services invoked in connection with this equipment. 


Event Time Stamp 


M 


M 


Seizure time: the time at which the equipment was seized. 




Om 


Om 


Release time: the time at which the equipment was released. 


Call Duration 


M 


M 


The total duration of the usage of the equipment. 


Call Reference 


M 


M 


A local identifier distinguishing between transactions. 


Sequence no. 





C 


Partial record sequence number if applicable. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 


System Type 




M 


This field indicates tlie use of GERAN, UTRAN (or a value of unknown). This 
field is present when either the UTRAN or GERAN air-interface is used on call 
setup. For an open CDR in a 2G NE (responsible for the CDR), the field is not 

present (even if the call is handed off to a 3G air interface). For a CDR in a 3G NE 
(responsible for the CDR), the value unknown shall be used after handover. 
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4.18 Terminating CAIVIEL call attempt 

If the generation of these records is enabled, a terminating CAMEL call attempt record shall be generated for each call 
toward a subscriber with a T-CSI or VT-CSI and if the terminating trigger criteria are met. The record is generated in 
the GMSC/gsmSSF carrying out the terminating CAMEL call handhng and in the MSC server/gsmSSF carrying out the 
visited terminating CAMEL call attempt. 



Table 18: Terminating CAIVIEL record 



Fiel4^^^^ 

Record Type 


M 


3G 

M 


Terminating CAMEL interrogation. 


Served IMSI 


M 


M 


IMSI of the called party 


Served MSISDN 


Om 


Om 


The MSISDN of the called party. 


Recording Entity 


M 


M 


The E.164 number of the GMSC. 


Intprronation timp 9tamr^ 

II 1 IV^ 1 1 U LI W II LI 1 1 1 O LUI 1 1 K/ 


M 


M 


Time at which the interrogation was invoked. 


CAMEL Destination 
Number 


M 


M 


The number available for routing after the CAMEL server enquiry. 


GsmSCF Address 


M 


M 


The CAMEL server serving the subscriber. 


Service l<ey 


M 


M 


The CAMEL service logic to be applied. 


Networl< call reference 


M 


M 


An identifier to correlate transactions on the same call taking place in 

uinereni neTwoiK nouGS. 


MSC Address 


M 


M 


This field contains the E.1 64 number assigned to the MSC that generated 
Tne Mctworiv can reTerence. 


ueTciuii call nanaiiny 




n„ 
Uc 


inoicaies wneiner or not a ortivitL can encouniereu oeTauii can nanoiing. 

THIq fiplrl Qhpll hp nrPQPnt nnl\/ if Hpfaiilt pj^II hanrllinn haQ hppn annlipH 
I iMo iic;iu oiictii yjKj \j \ coc;i ii uiPiy ii uoctuiL v^ciii iiciiiUMiiy i icio \ ci|j)jiidj. 


itc^OUiU UAic;i loiui lo 






rAoUlUI llt:;LvVUIr\/ IIICillUI ctL>LU 1 Ul o|Jc;Oi 1 lU cALc;! lolUI lo LU LI lU 1 t^OUl U , vVI lUI 1 

availahlp 


nallpri Niiinhpr 

\^ C4. 1 J ^ \.>l lilLllllkyd 


M 


M 


Thp addrp<5<5 nf thp rallpd nartv a<5 rppplvpd hv thp CnMSO/n^mfifiF 


Calling Number 


c 


C 


The address of the calling party, if available. 


iiiouiiiiiiu 1 i\vjn 




Or- 


Thp r^K^^O, trunk nrniin nn whif^h thp pflll nrlnlnfltpH If sx/fillnhlp in '\C^ thlQ 

1 lie \JllVIOO LIUIIIx ^IUU|J Ull VVIIIOII LIIC Lidll \Jl 1^1 ■ iClLCU. 1 1 CIVCIIICIUIC III , LI llo 

narampfpr ^hall hp ^iinnlipd 


Outgoing TKGP 


Om 


Oc 


The trunk group on which the call left the GMSC. If available in 3G, this 
parameter shall be supplied. 


F\/orit timo ctamr^c* 

dVCIlL LIIIIC olCtlll|JO. 


c 

c 

Om 

'»-'IVl 


c 
G 

Om 


Qoi7iiro timo" timo r\f inpriminn traffi/^ phannol coiTiiro lir\f i inci ippoccfi il pall 

OCI^UIC LllliC IIIIIC Ul IIILrUMIIIlU LldlllLi OMCII II Id odZ.UIC7 ^lUI Ul loUOUCoolUI UCtll 
CllLd 1 ll.^lO J 

Answer timei time of answer (for successful calls) 
Release time: time of traffic channel release 


Call duration 


M 


M 


The chargeable duration of the connection for successful calls, the holding 
time of call attempts. 


Data volume 


c 




The number of data segments transmitted if available at the GMSC 


Cause for termination 


M 


M 


The reason for the release of the connection. 


Diagnostics 


Om 


Om 


A more detailed reason for the release of the connection. 


Call reference 


M 


M 


A local identifier distinguishing between transactions on the same MS 


Sequence no. 


c 


C 


Partial record sequence number, only present in case of partial records. 


Number of DP 
encountered 


Oc 


Oc 


Number that counts how often armed detection points (TDP and EDP) were 

encountered. 


Level of CAMEL service 


Oc 


Oc 


Indicator of the complexity of the CAMEL feature used. 


Free format Data 


C 


C 


This field contains data sent by the gsmSCF in the Furnish Charging 
Information (FCI) message(s). The data can be sent either in one FCI 
message or several FCI messages with append indicator. 


CAMEL call leg 


C 


C 


Set of CAMEL information lEs. Each of these les contains information 


information 






related to one outgoing CAMEL call leg. 


Free format data append 
indicator 


c 


C 


Indicator if free format data from this CDR is to be appended to free format 
data in previous partial CDR. 
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rieid 




ova 


Description 


MSG server indication 


C 


c 


Indication if tlie CAMEL call handling is active in the IVISC server. 


Default call handling 2 


Oc 


Oc 


1 1 ' J. 1 xl J. A IL A l~~ 1 II J. I t £ Ix III II' £ 

Indicates whether or not a CAMEL call encountered default call handling for 
2"*^ service such as dialled service. This field shall be present only if 
default call handling has been applied. 


GsmSCF address 2 


C 


c 


Identifies the CAMEL server serving the subscriber for 2"° service such as 

I'll 1 1 1 1 1 X IT A h it i~~ 1 ' I' I £ r^nd 

dialled service. Shall be present only if CAMEL is applied for 2 service. 


Service key 2 


C 


c 


The CAMEL service logic to be applied for 2™ service such as dialled 
service. Shall be present only if CAMEL is applied for 2"'' service. 


Free format Data 2 


c 


c 


This field contains data sent by the gsmSCF in the FCI message(s) for 2"° 
service such as dialled service. The data can be sent either in one FCI 
message or several FCI messages with append indicator. Shall be present 
only if CAMEL is applied for 2"" service. 


Free format data append 
indicator 2 


c 


c 


Indicator if free format data for 2"° service from this CDR is to be appended 
to free format data in previous partial CDR. Shall be present only if CAMEL 
is applied for 2"'^ service. 



4.19 IMEI observation ticket 

An observed IMEI ticket is generated whenever greylisted, blacklisted or non-whitelisted mobile equipment is detected 
during an IMEI check. The purpose of the ticket is to Unk the mobile equipment under observation with its current user 
(IMSI). The ticket also includes information describing when and where the equipment was used to enable the tracking 
of such equipment. Finally, if the ticket was triggered by a call attempt, a call reference is provided in order to locate the 
corresponding call record. 

The IMEI tickets are generated by the NEF of the MSC performing the IMEI check. 



Table 19: IMEI ticket 



Field 


2G 


3G 


Description 


Served IMEI 


M 


M 


IMEI of the observed mobile equipment 


IMEI Status 


M 


M 


The result of the IMEI check e.g. blacklisted, greylisted, unknown. 


Served IMSI 


M 


M 


The IMSI of the subscriber currently using the mobile equipment. 


Served MSISDN 


C 


C 


The MSISDN of the subscriber currently using the observed mobile 
equipment, only available if the event that triggered the IMEI check was an 
MOC, MTC, SMS-MO or SMS-MT 


Recording Entity 


M 


M 


The E.164 number of the recording MSC. 


Event Time Stamp 


M 


M 


The time at which the IMEI check was performed. 


Location 


M 


M 


The location area code and cell identity of the cell from which the mobile 
equipment was used. 


IMEI Check Event 


Om 


Om 


The event that caused IMEI checking to take place 


Call Reference 


Oc 


Oc 


Only available if the IMEI check was related to an MOC or MTC 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record, when 
available. 



4.20 IVIobile terminated location request (IVIT-LR) 

If enabled, an LCS-MT record shall be produced, within the visited MSC, for each mobile a terminated location request 
is performed for. 

Table 20: LCS-MT record 



Fiel^^^V 


2G 


3G 




Record Type 


M 


M 


LCS-MT record. 


Recording Entity 


M 


M 


The E.164 number of the visited MSC producing the record. 


LCS Client Type 


M 


M 


The type of the LCS client that invoked the LR. 


LCS Client Identity 


M 


M 


Further identification of the LCS client . 


Served IMSI 


M 


M 


The IMSI of the subscriber the LR is invoked for. 


Served MSISDN 


Om 


Om 


The MSISDN of the subscriber the LR is invoked for. 


Location Type 


M 


M 


The type of the location request. 
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3G 




LCS QoS 


C 




On9 nf thp 1 R if availahlp 


LOo rrlOrliy 




c 


Priority of tlie LR, if available. 


MLU iNumDer 


M 


IVI 


1 lie C 1 OH- aUUlcbb UI Lllc IcLjUcbLlliy OIVILO. 


Event Time Stamp 


IVI 


Ivl 


1 lie LIlTIc dl WrilOil lllc Lri Wdo rcUclVcvJ Uy lilc IVIOO. 


MeasureDuration 


Om 


Om 


The duration of proceeding the location request . 


Notification To Mb User 


c 




The privacy notification to IVIS user that was applicable when the LR was 
invoKea, it avaiiaDie. 


Privacy Override 


c 


p 


1 illb paicLlllcLcr IIIUIUaLcb II IVIo priVaOy Wdb UVcrriUUcil Uy Lllc LOo UllcIlL, II 

available. 


Location 


Om 




1 lie LMO dllu Kjl Wllcli lllc Lri lb fcOcIVcu. 


Location Estimate 


Oc 


Oc 


The location estimate for tfie subscriber if contained in geographic position 
and the LR was successful. 


— — : 

Positioning Data 






The positioning method used or attempted, if available. 


LCS Cause 


C 




1 ne resuiT ot ine Ln it any raiiure or paniai success nappeneo. 


Diagnostics 


c 





A more detailed infromation about the LCS cause if any failure or partial 
success happened. 


System Type 




IVI 


This field indicates tlie use of GERAN or UTRAN at tlie time of the LCS request. 
This field is present when either the UTRAN or GERAN air-interface is used on 
call setup. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record. 



4.21 Mobile originated location request (MO-LR) 

If enabled, an LCS -MO record shall be produced, within the visited MSG, for each mobile an originated location 
request is performed for. 

Table 21 : LCS-MO record 



Record Type 


M 


M 


LCS-MO record. 


Recording Entity 


M 


M 


The E.1 64 number of the visited MSC producing the record. 


LCS Client Type 


C 


C 


The type of the LCS client that invoked the LR, if available. 


LCS Client Identity 


C 


C 


Further identification of the LCS client, if available. 


Served IMSI 


M 


M 


The IMSI of the subscriber the LR is invoked for. 


Served MSISDN 


Om 


Om 


The MSISDN of the subscriber the LR is invoked for. 


MOLR Type 


M 


M 


The type of the LR. 


LCS QoS 


C 


C 


QoS of the LR, if available. 


LCS Priority 


Oc 


Oc 


Priority of the LR, if available. 


MLC Number 


C 


C 


The E.1 64 address of the involved GMLC, if available. 


Event Time Stamp 


M 


M 


The time at which the LR was received by the MSC. 


MeasureDuration 


Om 


Om 


The duration of proceeding the location request . 


Location Estimate 


Oc 


Oc 


The location estimate for the subscriber if contained in geographic position 
and the LR was successful. 


Positioning Data 


C 


C 


The positioning method used or attempted, if available. 


LCS Cause 


C 


c 


The result of the LR if any failure or partial success happened. 


Diagnostics 


C 


c 


A more detailed infromation about the LCS cause if any failure or partial 
success happened. 


System Type 




M 


This field indicates the use of GERAN or UTRAN at the time of the LCS request. 
This field is present when either the UTRAN or GERAN air-interface is used on 
call setup. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record. 



4.22 Network induced location request (NI-LR) 

If enabled, an LCS-NI record shall be produced, within the visited MSC, for each network induced location request 
performed for a MS e.g. in case of emergency call. 

Table 22: LCS-NI record 
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Field^^B 


2G 


3G 




ntJOUiU 1 y[JtJ 


Ivl 


ivl 


LOO In I 1 uLiUI U . 




Ivl 


Ivl 


lilt; [_ . 1 QH- 1 lU 1 1 lUcI Ul Lilt; V lol Lc;U IvlOO |JI UUULfll ly LI Ic 1 t^UUI U. 


1 Pliont Twno 


c 


p 


THq t\/r\a r\f tHo 1 PQ reliant that inx/rtl^aH tKa 1 R if a\/ciilciKla 
1 lie lyyj" Ul Lllc LOO OlIcllL LllclL lilVUrvcU lllc Lri, II dVclllclUlc. 


LOO OMciU lUclUILy 


n 


c 


Fiirthfii* iHontif ir*Qtirtn r»f tHa 1 PQ pliant if o\/£iiloKla 
ruililci lUcllUliUctUUil Ul lllc LOO Ullcill, II ctVallctUlc. 


OtJi VuU IIVIOI 


c 


P 
w 


1 lit; IIVIOI Ul Liiy udiiiiiy paiiy liIc lh ib uxuuulcu iui ii ouppiitfu uy liiu uc 


OtJI VcU IvIOIOLylN 


c 




Tho ^y|QIQ^^M of tho oQllinn n^rtv/ tho 1 R ic ovor^i itoH for if ci loolioH h\/ tho 
1 lit; IVIOIOL/IN Ul ulU Udllliiy pd,i Ly liltf Lrl Ib tJAcOUltfU lUl 11 bUppilcU Uy lllc 

UE. 


Sprvpd IMEI 

vCU llvll 1 


c 


G 


Tho IMFI of thp fflllinn nartv thp 1 R i<5 PYPPiitprl fnr if puf^ilpihlp 

IIIC IIVII — 1 KJl LIIC V^Clll II 1^ |JCll Ly LI IC l—i I lo CACl.yU LCVJ \\J\ II CIV ClIlCllJIC. 


FMS-Dinitt; 

1 IVI^ L-/IUIIO 


On 


Or 


Xhp pmprnpnpv ciprvipp rniitinn rlinit^ if pmprnpnr'v rail 
1 lie ciiiciyciiv^y ociv ii^c 1 L/u LI 1 1^ ui^i Lo J II ciiiciyciii-fy KjCli i ■ 


EMS-Key 


Oc 


Oc 


The emergency service routing key, if emergency call. 


1 P9 OnC; 


P 


P 


Pln*^ of tho 1 R if awailahio 
WJO Ul lllc Ln, II dvciiictuic. 


1 PQ Prinritu 


p 


p 


Rfioritw r\f tha 1 R if ov/oilcihla 
r llUlliy Ul lllc Lrl, II dVdIldUlc. 


P Ml imhor 

lvll_V_/ iNUIIIUol 


p 


p 


Tho 1— 1 fi4 qHHtocc of tho in\/ol\/orI r^l^yil P if ox/Qilshlo 
lllc C 1 QH- dUUI ebb Ul 11 Ic II 1 vUl VcU VJilvlLO, 1 1 dvdIldUlc. 


Event Time Stamp 


IVI 


M 


Tlie time at which the LR was received by the MSG. 


MeasureDuration 




r\ 

Um 


The duration of proceeding the location request . 


Location Estimate 


Oc 


Oc 


The location estimate for the subscriber if contained in geographic position 
and the LR was successful. 


Positioning Data 


(-/ 


(-/ 


The positioning method used or attempted, if available. 


1 oo r^r^i ir^r\ 

Loo oause 






The result of the LR if any failure or partial success happened. 


Diagnostics 


c 


C 


A more detailed infromation about the LCS cause if any failure or partial 
success happened. 


System Type 




M 


This field indicates the use of GERAN or UTRAN at the time of the LCS request. 
This field is present when either the UTRAN or GERAN air-interface is used on 
call setup. 


Record extensions 


Oc 


Oc 


A set of network/ manufacturer specific extensions to the record. 



ETSI 



3GPP TS 32.205 version 5.0.0 Release 5 



29 



ETSI TS 132 205 V5.0.0 (2002-03) 



5 Description of Record Fields 

This clause contains a brief description of each field of the CDRs described in the previous clause. 

5.1 Additional Charging Information 

This field consists of two parts, a charge indicator and additional charging parameters. The charge indicator is derived 
from the information contained within the ISUP "backward call indicator" and may be used to store a charge indicator 
(charge/no charge) received from another network node. The additional charging parameters are non-standard and 
intended to permit the inclusion of further charging information received from Intelligent Network and/or Value Added 
Service nodes. 

5.2 AoC parameters / change of AoC parameters 

The AoC parameter field contains the set of charge advice (AoC) parameters sent to the MS on call set-up. If further 

sets of parameters are sent during the call, as a result of a tariff switch-over for example, then this may be recorded in 
the Change of AoC Parameter field including the time at which the change occurred. 

It should be noted that the Change of AoC Farms, field is optional and not required if partial records are generated on 
tariff switch-over. 

The AoC parameters are defined in TS 22.024 [10]. 

5.3 Basic Service / change of service / ISDN Basic Service 

The basic service field contains the code of the basic service employed on call set-up. Any alteration to the basic service 
during the connection may be recorded in the change of service field including the time at which the change took place. 

The change of service field is optional and may be omitted if partial records are created whenever the basic service is 
changed. 

The coding of basic services is defined in detail in TS 29.002 [5]. 

In the case of the transit record the GSM basic service employed is generally not available. However, if the device on 
which the call originates/terminates is connected via ISDN digital subscriber signalling then the appropriate ISDN basic 
service code may be recorded in the record. One possible example includes the direct connection of an ISDN PABX to 
anMSCA^LR. 

5.4 Call duration 

This field contains the relevant call duration in seconds. For incomplete calls (call attempts) the relevant duration is the 
call holding time from the seizure to the release of the traffic channel. For complete (answered) calls this is the 
chargeable duration from answer to release of the traffic channel. For partial records this is the duration of the 
individual partial record and not the cumulative duration of the call. 

It should be noted that the time stamps may be expressed in terms of tenths of seconds or even milliseconds and, as a 
result, the calculation of the call duration may result in the rounding or truncation of the measured duration to a whole 
number of seconds. 

Whether or not rounding or truncation is to be used is considered to be outside the scope of the present document 

subject to the following restrictions: 

1) A call duration of zero seconds shall not be accepted. 

2) The same method of truncation/rounding shall be applied to both single and partial records. 

If CAMEL is invoked for the call and a control relationship is existing, the call might continue after a RELEASE or a 
DISCONNECT from the called party side received by the gsmSSF. The call duration of the incoming leg is stored in 
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the main body of the call record. For each outgoing leg the call duration is stored in the respective 'CAMELInformation' 
module. If a call leg does not reach answer status and attempt charging is enabled a 'CAMELInformation' module 
containing the holding time is generated. 

An example of how to use the call duration and the timestamps is given in Figure 2. It shows a CAMEL controlled 
mobile originated follow-on scenario. The uppermost arrow ® marks the over all duration of the call that is to be 
measured and stored in the main body of the respective MOC record. The duration before tj (incoming leg) or t4 
(outgoing leg) needs not to be stored since the call is answered later on. The call duration in the first outgoing leg 
module contains the time interval from t4 to t^ (period @). The call duration measurement of the second outleg is started 
with tg and ended with tio (interval (D). 

Since the last outgoing leg is not answered, the respective module contains the holding time starting with tn and ending 
with ti3 (period ®). 

(The timestamps ti, t2, tj, ty, tg and tu are mentioned for completion reasons only.) 



inc. leg ' 
outg. leg 1 
outg. leg 2 
outg. leg 3 



-I— I— I H- 

ti t2 t3 t4 ts 



® 



® 



I I I I 



® 



® 



tin til ti 



-h-M H-time 



call duration of incoming leg : 
call duration of outgoing leg : 
holding time of outgoing leg 



A ► 

< ► 

4 > 



Point in time Signalling message sent/received 

trigger detection point encountered 



Duration logging 



t1 


SETUP; TDP(control) 




t2 


lAM 


seizure of outg. leg 1 


t3 


ACM 




t4 


ANSWER 


start of call duration (outg. leg 1) 


ts 


CONNECT 


start of call duration (inc. leg) 


U 


RELEASE; EDP(control) 


stop of call duration (outg. leg 1) 


t7 


lAM 


seizure of outg. leg 2 


ts 


ACM 




ts 


ANSWER 


start of call duration (outg. leg 2) 


tio 


RELEASE; EDP(control) 


stop of call duration (outg. leg 2) 


tl1 


lAM 


seizure of outg. leg 3 






start of holding time (outg. leg 3) 


tl2 


ACM 




tl3 


RELEASE; EDP(control) 


stop of holding time (outg. leg 3) 



Figure 2: Call duration measurement in follow-on scenarios 



5.5 Call reference 

This field uniquely identifies a call or transaction on one side of the interface (i.e. 'A' or 'B' side) and is derived from the 
transaction identifier of TS 24.008 [4]. It is also used to identify all partial records and transactions belonging to the 
same connection. 

For the avoidance of doubt, there is no global call reference defined within GSM and the call reference field cannot be 
used to combine, for example, the MOC and MTC records of a mobile-to-mobile connection. 
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5.6 Calling / called / connected / translated number 

In general a CCITT E.164 [12] number but may also include other numbering plans e.g. ITU-T Recommendation 

X. 1 2 1 . Each of these fields includes the type of number and number plan as specified in detail in TS 24.008 [4] . Where 

appropriate, these fields may also contain the presentation and screening information also specified in TS 24.008 [4]. 

The called number is the number received from the mobile station on mobile originated call set-up as defined in 

TS 24.008 [4J. Similarly, the calling number is the number received from the network on mobile terminated call set-up. 

In case of CAMEL initiated call forward (CF), the called (forwarded-to) number is returned by CAMEL. 

The translated number is the result of any digit translation performed by the MSC on the called number received from 
the mobile station on mobile originated call set-up. This parameter is not included in the CDR if no digit translation has 

taken place. 

The connected number is the number of the actual party reached as defined in TS 24.008 [4]. Although this is normally 
identical to the called number it may differ. This parameter is not included if identical to the called number. 

The following examples are intended to explain the use of these fields: 

EXAMPLE 1: Called Number = Connected Number 

Normal call from a mobile subscriber to a mobile subscriber or to a PSTN subscriber. 

EXAMPLE 2: Called Number != Connected Number 

In case of routing to a PABX with Automatic Call Distribution or to an ISDN Basic Access with 
several devices attached. The connected number is that of the party actually reached. N.B. The 
recording of the actual number connected may be limited by the capability of intermediate 
signalling connections. 

EXAMPLE 3: MTC record for Call Forwarding ("A" -> "B" -> "C") 

In case of call forwarding, the connected number recorded in the MTC record of the "B" 
subscriber is that of the forwarded-to party or "C" subscriber. The calling party field contains the 
number of the "A" subscriber. 

EXAMPLE 4: Translated Number 

This field is only present if digit translation is appUed by the MSC to the called number received 
from the mobile station. Examples include abbreviated dialling codes and service numbers. 

5.7 Calling Party Number 

This field contains Calling Party Number modified by CAMEL service. 

5.8 CAMEL call leg information 

This field contains a set of CAMEL information lEs according to the number of outgoing CAMEL call legs. 

5.9 CAMEL information 

This field contains a list of parameters with information related to one CAMEL outgoing call leg. This parameter list is 
an information element (IE) used in the CAMEL Call Leg Information field. 

As a network option, parameters that are identical to the corresponding values in the top level structure of the record are 
not recorded again. That means whenever a value is not mentioned in this set the value provided in the basic record is 
valid instead. This might lead to an empty or even absent structure, if no parameter was modified. 

5.10 CAMEL initiated CF indicator 

The purpose of this field is to distinguish CAMEL call forwarding service scenarios from standard GSM call 
forwarding scenarios. 
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From the Basic Call State Model (BCSM)'s point of view this field is set to 'CF' whenever the Originating CAMEL 
Subscription Information (0_CSI) was applied after terminating CAMEL call processing had been taken place 
changing the call destination. For the avoidance of doubt; this llag does not depend on other modified call parameter(s) 
(e.g.: redirection information, etc.) received in the CAP_CONNECT message of the Terminating CAMEL Subscription 
Information (T_CSI) service. 

This flag also indicates that another record might be generated, one containing the charging information related to the 
terminating CAMEL service and one containing the charging information related to the originating CAMEL service. 

5.1 1 CAMEL modified Service Centre 

This field contains SMS-C address modified by CAMEL service. If this field is present the field Service Centre contain 
SMS-C address before CAMEL modification. 

5.12 CAIVIEL SIVIS Information 

This field contains following CAMEL information for mobile originated and terminated SMS: 

• Default SMS handling 

This field indicates whether or not a CAMEL encounters default SMS handling. This field shall be present only if 
default SMS handling has been applied. 

• Free format data 
See clause 5.26. 

• Calling Party Number 

This field contains Calling Party Number modified by CAMEL service. 

• CAMEL modified Service Centre 

This field contains SMS-C address modified by CAMEL service. 
NOTE: This field is only appUcable for originated SMS. 

• CAMELDestination Subscriber Number 

This field contains short message Destination Number modified by CAMEL service. 
NOTE: This field is only apphcable for originated SMS. 

• SMS Reference Number 

This field contains the SMS Reference Number assigned to the Short Message by the MSC. 

5.1 3 Cause for termination 

This field contains a generalised reason for the release of the connection including the following: 

- normal release; 

- CAMEL initiated call release; 

- partial record generation; 

- partial record call re-estabUshment; 

- imsuccessful call attempt; 

- abnormal termination during the stable phase. 
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A more detailed reason may be found in the diagnostics field. 

5.14 Channel Coding Accepted/Channel Coding Used 

A list of traffic channel codings for HSCSD connections accepted/negotiated by the MS. 
These parameters are only present in the CDRs for HSCSD connections. 

5.15 Data volume 

This field includes the number of 64 octet segments transmitted during the use of data services if known (see 
clause 5.2.1.7 in TS 32.200 [22]). 

5.16 Default call/SMS handling 

This field indicates whether or not a CAMEL encountered default call/SMS handling. This field shall be present only if 
default call/SMS handhng has been apphed. Parameter is defined in HLR as part of CAMEL subscription information. 

5.17 Destination Subscriber Number 

This field contains Destination/Called Subscriber Number modified by CAMEL service. If not modified then this field 
may contain original Destination Number also when CAMEL is not active. 

5.18 Diagnostics 

This field includes a more detailed technical reason for the release of the connection and may contain one of the 
following: 

- a MAP error from TS 29.002 [5] ; 

- a Cause from TS 24.008 [4]; 

- a Cause from TS 29.078 [13]; 

- a Cause from ITU-T Recommendation Q.767 [14] ; 

- a LCS diagnostics according TS 29.002 [5].. 

The diagnostics may also be extended to include manufacturer and network specific information. 

5.19 EMS-Digits 

This parameter only applies to location for an emergency services call in North America and gives the North American 
Emergency Services Routing Digits. as defined in TS 29.002 [5]. 

5.20 EMS-Key 

This parameter only applies to location for an emergency services call in North America and gives the North American 
Emergency Services Routing Key as defined in TS 29.002 [5]. 

5.21 Entity number 

This field contains the ITU-T Recommendation E.164 [12] number assigned to the entity (MSC, VLR, HLR etc.) that 
produced the record. For further details concerning the structure of MSC and location register numbers see 
3GPPTS 23.003 [2]. 
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5.22 Equipment id 

This field contains a local identifier used to distinguish between equipment of the same equipment type e.g. the number 
of the conference circuit employed if more than one is available. 

5.23 Equipment type 

This field contains the type of common equipment employed e.g. conference circuit for multi-party service. 

5.24 Event time stamps 

These fields contain the event time stamps relevant for each of the individual record types. 
The call records may contain three significant call handling time stamps: 

The time at which the resource in question was seized (Seizure time). 

- The time at which the call was answered or at which charging connmences (Answer time). 

- The time at which the resource was released (Release time). 

For both Mobile Originated and Mobile Terminated calls, the Seizure time is the time at which the traffic channel is 
allocated i.e. the time at which the ASSIGN COMMAND message is sent to the MS. 

For Mobile Originated calls the Answer time is the time at which the CONNECT message is sent to the calling party. 
For Mobile Terminated calls the time at which the CONNECT message is received from the called party. However, if 
the subscriber has subscribed to the advice of charge charging level service, then the answer time shall be derived from 
the time at which the FACILITY message is received from the MS containing the acknowledgement of receipt of the 
AOC parameters. Similarly, if the AOC parameters are changed during the call then the change time recorded for a 
subscriber with AOC charging level is the receipt of the FACILITY message from the MS. For a subscriber with AOC 
information level the change time recorded is the time at which the FACILITY is sent to the MS. Finally, in case of call 
re-establishment the answer time is the time at which the new traffic channel is allocated by the MSC i.e. when the 
ASSIGN COMMAND is sent to tiie MS. 

The Release time is the time at which the connection is released by either party i.e. a DISCONNECT or RELEASE is 
sent by the network or a DISCONNECT is received from the MS. In the case of a radio link failure, the release time is 
the time at which the failure was detected by the MSC. 

For unsuccessful call attempts the Seizure time is mandatory. The Release time is optional and the call duration 
recorded is the call holding time i.e. the difference between the two. 

For successful calls the Answer time is mandatory and both the Seizure and Release times are optional. The call 
duration recorded is the chargeable duration i.e. the difference between the Answer and Release time stamps. 

The event records include the following time stamps: 

- HLR-inttime: The receipt of a MAP_SEND_ROUTING_INFO request by the HLR. 

- Loc.Upd. time: The receipt of a MAP_UPDATE_LOCATION_AREA request by the VLR or die receipt of 

a MAP_UPDATE_LOCATION request by the HLR. 

- SS-Action: The receipt of a supplementary service request by the VLR. 
e.g. MAP_REGISTER_SS, MAP_INVOKE_SS 

- SMS-MO: The receipt of an RP_DATA message from the MS containing an SMS_SUBMIT PDU. 

- SMS-MT: The transmission of an RP_DATA message to the MS containing an SMS_DELIVER 

PDU. 

- LCS: The time the LR was processed. 
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It should be noted that the events listed above are only examples in order to demonstrate the principles and that the Ust 

is by no means exhaustive. 

All time-stamps include a minimum of date, hour, minute and second. 

5.25 Fixed Network User Rate 

This field indicates the user data rate applied for the connection in the fixed network. In UMTS, it shall be present for 
all bearer services as specified in TS 22.002. In GSM, this parameter is part of the HSCSD connection parameters, see 
clause 5.29. 

5.26 Free format data 

This field contains charging information sent by the gsmSCF in the Furnish Charging Information (FCI) messages as 
defined in TS 29.078 [13]. The data can be sent either in one FCI message or several FCI messages with append 
indicator. This data is transferred transparently in the CAMEL clauses of the relevant call records. 'Free format data' 
sent to the legID=l is always stored in the top level of the respective record. 'Free format data' sent to the legID >1 is 
stored in the appropriate CAMEL call leg information field. 

If the FCI is received more then once during one continuing incoming/outgoing CAMEL call leg, the append indicator 
defines whether the FCI information is appended to previous FCI and stored in the relevant record or the information of 
the last FCI received is stored in the relevant record (the previous FCI information shall be overwritten). 

In the event of partial output the currently valid 'Free format data' is stored in the partial record. 

5.27 Free format data append indicator 

This field contains an indicator whether free format data is to be appended to free format data stored in previous partial 
CDR. This field is needed in CDR postprocessing to sort out valid free format data for that call leg from sequence of 
partial records. Creation of partial records is independent on received FCIs and thus valid free format data may be 
divided to different partial records. 

If field is missing then free format data in this CDR replaces all received free format data in previous CDRs. Append 
indicator is not needed in the first partial record. In following partial records indicator shall get value true if all FCIs 
received during that partial record have append indicator. If one or more of the received FCIs for that call leg during the 
partial record do not have append indicator then this field shall be missing. 

5.28 GsmSCF address 

This field identifies the CAMEL server serving the subscriber. Address is defined in HLR as part of CAMEL 
subscription information. 

5.29 HSCSD parameters / Change of HSCSD parameters 

The basic HSCSD parameters are negotiated between the MS and the network at call setup time. They comprise of the 
following parameters: 

- the FNUR (Fixed Network User Rate) (optionally); 

the total AIUR (Air Interface User Rate) requested by the MS (for non-transparent HSCSD connections only); 
a list of the channel codings accepted by the MS; 

the maximum number of traffic channels accepted by the MS (this is noted in the channels requested field); 

- the channel coding and the number of traffic channels actually used for the call. 
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In case the network or user initiated modification procedure takes place during the call, the AIUR requested, the 
channel coding used and the number of traffic channel requested/used might be recorded in the Change of HSCSD 
parameters field including the time at which the change occurred and which entity requested the change. 

It should be noted that the Change of HSCSD Parameters field is optional and not required if partial records are 
generated when a Change of HSCSD Parameters takes place. 

5.30 Incoming/ outgoing trunk group 

The incoming trunk group describes the trunk on which the call originates as seen from the MSC. For mobile originated 
calls this wiU generally be a BSS trunk. Similarly, the outgoing trunk group describes the trunk on which the call leaves 
the MSC. 

For 3G, this parameter may not be available. When available, this parameter shall be supplied in the CDRs. 

5.31 Interrogation result 

This field contains the result of the HLR interrogation attempt as defined in the MAP (TS 29.002 [5]). 
NOTE: This field is only provided if the attempted interrogation was unsuccessful. 

5.32 IMEI Check Event 

This field identifies the type of event that caused the IMEI check to take place: 

- Mobile originating call attempt; 

- Mobile terminating call attempt; 

- Mobile originating SMS; 

- Mobile terminating SMS; 

- Supplementary service actions performed by the subscriber; 

- Location update. 

5.33 IMEI Status 

This field contains the result of the IMEI checking procedure: 

- GreyUsted; 

- Blackhsted; 

- Non-whitelisted. 

5.34 LCS Cause 

The LCS Cause parameter provides the reason for an unsuccessful location request according TS 49.031 [31]. 

5.35 LCS Client Identity 

This field contains further information on the LCS Client identity: 
CUent External ID 
CUent Dialled by MS ID 
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Client Internal ID 

5.36 LCS Client Type 

This field contains the type of the LCS CUent as defined in TS 29.002 [5] 

5.37 LCS Priority 

This parameter gives the priority of the location request as defined in TS 49.031 [31] 

5.38 LCS QoS 

This information element defines the Quality of Service for a location request as defined in TS 49.03 1 [3 1] 
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5.39 Level of CAMEL service 

This field describes briefly the complexity of CAMEL invocation. 

- 'Basic' means that CAMEL feature is invoked during the setup phase (e.g.: to modify the destination) of the call 
only. 

'Online charging' means that CAMEL supported AoC parameter were sent to the mobile station (the Send 
Charging Information message, SCI, is received from the gsmSCF). 

- The flag 'call duration supervision' is set whenever the call duration supervision is applied in the gsmSSF of the 
VPLMN (apply charging message is received from the gsmSCF). 

5.40 Location / change of location 

The location field contains a combination of the location area code (LAC) and cell identity (CI) of the cell in which the 
served party is currently located. Any change of location may be recorded in the change of location field including the 
time at which the change took place. 

The change of location field is optional and not required if partial records are generated when the location changes. 
The LAC and CI are both 2 octet quantities and coded according to TS 24.008 [4]. 

5.41 Location Estimate 

The Location Estimate field is providing an estimate of a geographic location of a target MS according to 
3GPPTS 29.002 [5]. 

5.42 Location Type 

This field contains the type of the location as defined in TS 29.002 [5] 

5.43 Measure Duration 

This field contains the duration for the section of the location measurement corresponding to the location request and 
the location report messages. 

5.44 Message reference 

This field contains a unique message reference number allocated by the mobile station when transmitting a short 
message to the service centre. This field corresponds to the TP-Message-Reference element of the SMS_SUBMIT PDU 
defined in TS 23.040 [15]. 

5.45 MLC Number 

This parameter refers to the ISDN (E.164) number of an MLC. 

5.46 Mobile station classmark / change of classmark 

This MS classmark field contains the mobile station classmark employed by the served MS on call set-up as defined in 
TS 24.008 [4] (see mobile station classmark 2). Any alteration in the classmark during the connection may be recorded 
in the change of classmark field and will include the time at which the change took place. 

It should be noted that the change of classmark field is optional and not required if partial records are created when the 
classmark is altered. 
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5.47 MOLR Type 

The MOLR-Type identifier refers to the type of MO-LR that was invoked as defined in 24.080 [32] 

5.48 MSG Address 

This field contains the ITU-T Recommendation E.164 [12] number assigned to the MSC that produced the record. For 
further details concerning the structure of MSC numbers see 3GPP TS 23.003 [2]. 

5.49 MSC Server Indication 

This field contains an indicator whether the CAMEL subscription information is active. The parameter is present for the 
VT-CSI in the VMSC and not present for the T-CSI in the GMSC. 

This indication should be used for differentiation between the validity of the record content for T-CSI in the GMSC and 
VT-CSI in the VMSC. 



5.50 Network Call Reference 

Whenever CAMEL is applied, this field is used for correlation of call records outputted from the originating MSC 
(when apphcable), the GMSC and the terminating MSC, and a network optional call record from the gsmSCF. 

5.51 Notification to MS user 

This field contains the privacy notification to MS user that was apphcable when the LR was invoked as defined in 
TS 29.002 [5] 

5.52 Number of DP encountered 

This field indicates how often CAMEL armed detection points (TDP and EDP) were encountered and is a measure of 
signalling between serving network and CAMEL service and complements 'Level of CAMEL service' field. Detection 
points from all apphed CAMEL services for a single call leg and processed in the same gsmSSF shall be counted 
together. 

5.53 Number of forwarding 

This field, if provided via ISUP signalling, contains the number of times a call has been forwarded prior to the 
interrogation of the HLR and is defined in TS 29.002 [5]. 

5.54 Old /new location 

These fields contain the location of a mobile subscriber before and after a location update. In case of VLR location 
update the location information consists of a VMSC number and location area code. In case of HLR location update the 
field contains the VMSC number and the VLR number. 

5.55 Positioning Data 

This information element is providing positioning data associated with a successful or unsuccessful location attempt for 
a target MS according TS 49.031 [31]. 
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5.56 Privacy Override 

This parameter indicates if MS privacy is overridden by the LCS cUent when the GMLC and VMSC/SGSN for an MT- 
LR are in the same country as defined in TS 29.002 [5] 

5.57 Radio channel requested / radio channel used / change of 
radio channel 

The radio channel requested field contains the type of channel requested by the user. The following values are 
permitted: 

- full rate; 

- half rate; 

- dual mode half rate preferred; 

- dual mode full rate preferred. 

The radio channel used field indicates the type of traffic channel actually employed for the connection i.e. either full 
rate (Bm) or half rate (Lm) as described in GSM 05.01. Any change in the type of chaimel used may be recorded in the 
change of radio channel used field including the time at which the change occurred and the speech version used after 
the change of radio channel. 

5.58 Rate Indication 

This parameter specifies the rate adaptation that was used for the connection. The field is constructed from the 
information in the parameters "rate adaption" and "other rate adaption" signalled between the MS/UE and the network, 
see TS 24.008. 

The format of this field is a single octet with the following format: 

• Bits 0-1 : the Rate Adaption field as defined in TS 24.008; 

• Bits 2-3: the Other Rate Adaption field as defined in TS 24.008; 

• Bits 4-7: not used. 

5.59 Record extensions 

The field enables network operators and/ or manufacturers to add their own extensions to the standard record 
definitions. 

5.60 Record type 

The field identifies the type of the record e.g. mobile originated, mobile terminated etc. 

5.61 Recording Entity 

This field contains the ITU-T E.164 [12] number assigned to the entity (MSG, VLR, HLR etc.) that produced the 
record. For further details concerning the structure of MSG and location register numbers see 3GPP TS 23.003 [2]. 

5.62 Roaming number 

The roaming number field of the MOC record contains the mobile station roaming number as defined in TS 23.003 [16] 
and coded according to TS 29.002 [5]. 
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5.63 Routing number 

The routing number field of the HLR interrogation record contains either a mobile station roaming number or, in case of 
call forwarding, a forwarded-to number. 

5.64 Sequence number 

This field contains a nmning sequence number employed to link the partial records generated for a particular connection 



5.65 Served IMEI 

This fields contains the international mobile equipment identity (IMEI) of the equipment served. The term "served" 
equipment is used to describe the ME involved in the transaction recorded e.g. the called ME in case of an MTC record. 

The structure of the IMEI is defined in TS 23.003 [16]. 

5.66 Served IMSI 

This fields contains the international mobile subscriber identity (IMSI) of the served party. The term "served" party is 
used to describe the mobile subscriber involved in the transaction recorded e.g. the calling subscriber in case of an 
MOC record. 

The structure of the IMSI is defined in TS 23.003 [16]. 

5.67 Served MSISDN 

This fields contains the mobile station ISDN number (MSISDN) of the served party. The term "served" party is used to 
describe the mobile subscriber involved in the transaction recorded e.g. the called subscriber in case of an MTC record. 
In case of multi-numbering the MSISDN stored in a MOC record will be the primary MSISDN of the calhng party. 

The structure of the MSISDN is defined in TS 23.003 [16]. 

5.68 Service centre address 

This field contains a ITU-T Recommendation E.164 [12] number identifying a particular service centre e.g. short 
message service centre (see TS 23.040 [15]). 

5.69 Service key 

This field identifies the CAMEL service logic appUed. Service key is defined in HLR as part of CAMEL subscription 
information. 

5.70 Short message service result 

This field contains the result of an attempt to deliver a short message either to a service centre or to a mobile subscriber 
(see TS 29.002 [5]). Note that this field is only provided if the attempted delivery was unsuccessful. 

5.71 Speech version supported / Speech version used 

The speech version supported field contains the speech version supported by the MS with the highest priority. The 
speech version used field contains the speech codec version assigned for that call. The coding is according GSM 08.08 
speech version identifier with the extension bit 8 set to 0. 

It should be noted that the change of radio channel field is optional and not required if partial records are generated. 
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5.72 System type 

This field indicates the use of GERAN, UTRAN (or a value of unknown). This field is present when either the UTRAN 
or GERAN air-interface is used on call setup. For an open CDR in a 2G NE (responsible for the CDR), the field is not 
present (even if the call is handed off to a 3G air interface). For a CDR in a 3G NE (responsible for the CDR), the value 
unknown shall be used after handover. 

5.73 Supplementary service(s) 

The supplementary service field in the Supplementary Service record type contains the code of the supplementary 
service on which the action was performed. 

The supplementary services field in the MOC / MTC records contains the codes of the supplementary services invoked 
as a result of, or during, a connection. 

The coding of supplementary service is described in detail in TS 29.002 [5]. 

5.74 Supplementary service action 

This field contains the type of supplementary service action requested by the subscriber or performed by the network. 
Possible values include: 

- registration; 

- erasure; 

- activation; 

- deactivation; 
interrogation; 
invocation. 

For further details see TS 22.004 [19]. 

5.75 Supplementary service action result 

This field contains the result of an attempted supplementary service action (see TS 29.002 [5]). Note that this field is 
only provided if the SS-action was at least partially unsuccessful. 

5.76 Supplementary service parameters 

This field contains the parameters associated with a supplementary service action requested by the subscriber. For 
further details of the parameters involved see the GSM 02. 8n series of documents. 

5.77 Supplementary service(s) 

The supplementary service field in the Supplementary Service record type contains the code of the supplementary 
service on which the action was performed. 

The supplementary services field in the MOC / MTC records contains the codes of the supplementary services invoked 
as a result of, or during, a connection. 

The coding of supplementary service is described in detail in 3GPP TS 29.002 [5]. 
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5.78 Transparency indicator 

This field indicates whether the basic service was employed in transparent or non-transparent mode. It should also be 
noted that this field is only relevant for those services which may be operated in both transparent and non-transparent 
modes. 

5.79 Update result 

This field contains the result of the location update request as defined in the MAP (TS 29.002 [5]). Note that this field is 
only provided if the attempted update was unsuccessful. 



6 Charging Data Record Structure 
6.1 ASN.1 definitions for CDR information 

Within the current 3GPP TS 32-series of specifications the ASN.l definitions are based on ITU-T Reconmiendation 
X.208 [8] which has been superseded by ITU-T Recommendation X.680. This newer version not only includes new 
features but also removes some that were present in ITU-T Recommendation X.208. It was agreed that where possible, 
the GPRS work would be based on those ASN. 1 features that were common to both. However, where necessary, the 
new features in ITU-T Recommendation X.680 [7] be used in some places. ITU-T Recommendation X.208 [8] feature 
that are no longer in ITU-T Recommendation X.680 [7] will not be used. 

TS32205-DataTypes { itu-t (0) identif ied-organization (4) etsi(O) mobileDomain (0) umts-Operation- 
Maintenance (3) ts-32-205 (205) inf ormationModel (0) asnlModule (2) versionl (1) } 



DEFINITIONS IMPLICIT TAGS ::= 
BEGIN 

— EXPORTS everything 
IMPORTS 

NumberOf Forwarding, CallRef erenceNumber 

FROM MAP-CH-DataTypes { ccitt identif ied-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) 
modules (3) map-CH-DataTypes (13) version6 (5) } 

AddressString, ISDN-AddressString, BasicServiceCode, IMSI, IMEI, LCSClientExternallD, 

LCSClient Internal ID 

FROM MAP-CommonDataTypes { ccitt identif ied-organization (4) etsi (0) mobileDomain (0) gsm-Network 
(1) modules (3) map-CommonDataTypes (18) versions (6) } 

DestinationRoutingAddress 

FROM CAP-DataTypes { ccitt identif ied-organization (4) etsi (0) mobileDomain (0) 
gsm-Network (1) modules (3) cap-datatypes (52) versionl (0) } 

ServiceKey, Def aultCallHandling, Def aultSMS-Handling, Notif icationToMSDser 

FROM MAP-MS-DataTypes { ccitt identif ied-organization (4) etsi (0) mobileDomain (0) 

gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6) } 

MOLR-Type 

FROM SS-DataTypes { ccitt identif ied-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) 
modules (3) ss-DataTypes (2) version? (7)} 



BearerServiceCode 

FROM MAP-BS-Code { ccitt identif ied-organization 
modules (3) map-BS-Code (20) versions (6) } 

TeleserviceCode 

FROM MAP-TS-Code { ccitt identif ied-organization 
modules (3) map-TS-Code (19) version2 (2) } 

SS-Code 

FROM MAP-SS-Code { ccitt identif ied-organization 
modules (3) map-SS-Code (15) versions (6) } 



(4) etsi (0) mobileDomain (0) gsm-Network (1) 



(4) etsi (0) mobileDomain (0) gsm-Network (1) 



(4) etsi (0) mobileDomain (0) gsm-Network (1) 
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Ext-Geographicalinf ormation, LCSClientType, LCS-Priority , LocationType 

FROM MAP-LCS-DataTypes { ccitt identif ied-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) 
modules (3) map-LCS-DataTypes (25) version? (7) } 

PositionMethodFailure-Diagnostic 

FROM MAP-ER-DataTypes { ccitt identif ied-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) 
modules (3) map-ER-DataTypes (17) version7 (7) } 

BasicService 

FROM Basic-Service-Elements { ccitt identif ied-organization (4) etsi (0) 
196 basic-service-elements (8) } 

— See "Digital Subscriber Signalling System No. one (DSSl) protocol" 

— ETS 300 196 



Ob ject Instance 

FROM CMIP-1 { joint-iso-ccitt ms (9) cmip (1) versionl (1) protocol (3)} 
ManagementExtension 

FROM Attribute-ASNlModule {joint-iso-ccitt ms (9) smi (3) part2 (2) asnlModule (2) 1} 
SystemType 

FROM TS32215-DataTypes {itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) umts- 
Operation-Maintenance (3) ts-32-215 (215) inf ormationModel (0) asnlModule (2) versionl (1) } 

SGSNPDPRecord, GGSNPDPRecord, SGSNMMRecord, SGSNSMORecord, SGSNSMTRecord, SGSNMTLCSRecord 
FROM TS32215-DataTypes {itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) umts- 
Operation-Maintenance (3) ts-32-215 (215) inf ormationModel (0) asnlModule (2) versionl (1) } 

MMSORecord, MMSTRecord 

FROM TS32235-DataTypes {itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) umts- 
Operation-Maintenance (3) ts-32-235 (235) inf ormationModel (0) asnlModule (2) versionl (1) } 

AE-title 

FROM ACSE-1 {joint-iso-ccitt association-control (2) abstract-syntax (1) apdus (0) version (1) } ; 

— Note that the syntax of AE-title to be used is from 

— CCITT Rec. X.227 / ISO 8650 corrigendum and not "ANY" 



— CALL AND EVENT RECORDS 



CallEventRecord : := CHOICE 

— Record values 0..19 are 3G curcuit switch specific 

— 20.. 25 are 3G packet switch specific 
30.. 31 are application specific 



moCallRecord 

mtCallRecord 

r o ami ngRe cord 

incGatewayRecord 

out Gate way Re cord 

transit Re cord 

moSMSRecord 

mtSMSRecord 

moSMSIWRecord 

mtSMSGWRecord 

ssActionRecord 

hlr IntRecord 

locUpdateHLRRecord 

locUpdateVLRRecord 

commonEquipRecord 

recTypeExt ens ions 

termCAMELRecord 

mtLCSRecord 

moLCSRecord 

nlLCSRecord 



[0] MOCallRecord, 

[I] MTCallRecord, 
[2] RoamingRecord, 
[3] IncGatewayRecord, 
[4] OutGatewayRecord, 
[5] TransitCallRecord, 
[6] MOSMSRecord, 

[7] MTSMSRecord, 
[8] MOSMSIWRecord, 
[9] MTSMSGWRecord, 
[10] SSActionRecord, 

[II] HLRIntRecord, 

[12] LocUpdateHLRRecord, 
[13] LocUpdateVLRRecord, 
[14] CommonEquipRecord, 
[15] ManagementExtensions, 
[16] TermCAMELRecord, 
[17] MTLCSRecord, 
[18] MOLCSRecord, 
[19] NlLCSRecord, 



sgsnPDPRecord 
ggsnPDPRecord 
sgsnMMRecord 
sgsnSMORecord 



[20] SGSNPDPRecord, 

[21] GGSNPDPRecord, 

[22] SGSNMMRecord, 

[23] SGSNSMORecord, 
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sgsnSMTRecord 
sgsnLCTRecord 



[24] SGSNSMTRecord, 
[25] SGSNLCTRecord, 



mmsORecord 
mmsTRecord 



[30] MMSORecord, 
[31] MMSTRecord 



MOCallRecord 
{ 



SET 



recordType 


[0] 


CallEventRecordType, 


servedlMSI 


[1] 


IMSI OPTIONAL, 


servedlMEI 


[2] 


IMEI OPTIONAL, 


servedMSISDN 


[3] 


MSISDN OPTIONAL, 


callingNumber 


[4] 


CallingNumber OPTIONAL, 


calledNumber 


[5] 


CalledNumber OPTIONAL, 


translatedNumber 


[6] 


TranslatedNumber OPTIONAL, 


connectedNumber 


[7] 


ConnectedNumber OPTIONAL, 


roamingNumber 


[8] 


RoamingNumber OPTIONAL, 


recordingEntity 


[9] 


RecordingEntity, 


mscIncomingTKGP 


[10 


TrunkGroup OPTIONAL, 


mscOutgoingTKGP 


[11 


TrunkGroup OPTIONAL, 


location 


[12 


LocationAreaAndCell OPTIONAL, 


changeOf Location 


[13 


SEQUENCE OF LocationChange OPTIONAL, 


basicService 


[14 


BasicServiceCode OPTIONAL, 


transparency Indicator 


[15 


Transparencyind OPTIONAL, 


changeOf Service 


[16 


SEQUENCE OF ChangeOf Service OPTIONAL, 


supplServicesUsed 


[17 


SEQUENCE OF SuppServiceUsed OPTIONAL 


aocParameters 


[18 


AOCParameters OPTIONAL, 


changeOf AOCParms 


[19 


SEQUENCE OF AOCParmChange OPTIONAL, 


msClassmark 


[20 


Classmark OPTIONAL, 


changeOf Classmark 


[21 


ChangeOfClassmark OPTIONAL, 


seizureTime 


[22 


TimeStamp OPTIONAL, 


answerTime 


[23 


TimeStamp OPTIONAL, 


releaseTime 


[24 


TimeStamp OPTIONAL, 


callDuration 


[25 


CallDuration, 


dataVolume 


[26 


DataVolume OPTIONAL, 


radioChanRequested 


[27 


RadioChanRequested OPTIONAL, 


radioChanUsed 


[28 


Traf ficChannel OPTIONAL, 


changeOf RadioChan 


[29 


ChangeOfRadioChannel OPTIONAL, 


causeForTerm 


[30 


CauseForTerm, 


diagnostics 


[31 


Diagnostics OPTIONAL, 


callRef erence 


[32 


CallRef erence. 


sequenceNumber 


[33 


INTEGER OPTIONAL, 


additionalChgInf o 


[34 


AdditionalChglnfo OPTIONAL, 


recordExtensions 


[35 


ManagementExtensions OPTIONAL, 


gsm-SCFAddress 


[36 


Gsm-SCFAddress OPTIONAL, 


serviceKey 


[37 


ServiceKey OPTIONAL, 


networkCallRef erence 


[38 


NetworkCallReference OPTIONAL, 


mSCAddress 


[39 


MSCAddress OPTIONAL, 


cAMELInitCFIndicator 


[40 


CAMELInitCFIndicator OPTIONAL, 


def aultCallHandling 


[41 


DefaultCallHandling OPTIONAL, 


hSCSDChanRequested 


[42 


NumOf HSCSDChanRequested OPTIONAL, 


hSCSDChanAllocated 


[43 


NumOf HSCSDChanAllocated OPTIONAL, 


changeOf HSCSDParms 


[44 


SEQUENCE OF HSCSDParmsChange OPTIONAL 


f nur 


[45 


Fnur OPTIONAL, 


aiurRequested 


[46 


AiurRequested OPTIONAL, 


chanCo dings Accept able 


[47 


SEQUENCE OF ChannelCoding OPTIONAL, 


chanCodingUsed 


[48 


ChannelCoding OPTIONAL, 


speechVersionSupported 


[49 


SpeechVers ion Identifier OPTIONAL, 


speechVersionUsed 


[50 


SpeechVers ion Identifier OPTIONAL, 


numberOfDPEn countered 


[51 


INTEGER OPTIONAL, 


levelOfCAMELService 


[52 


LevelOfCAMELService OPTIONAL, 


f reeFormatData 


[53 


FreeFormatData OPTIONAL, 


cAMELCallLegInf ormat ion 


[54 


SEQUENCE OF CAMELInf ormation OPTIONAL 


f reeFormatDataAppend 


[55 


BOOLEAN OPTIONAL, 


defaultCallHandling-2 


[56 


DefaultCallHandling OPTIONAL, 


gsm-SCFAddress-2 


[57 


Gsm-SCFAddress OPTIONAL, 


serviceKey-2 


[58 


ServiceKey OPTIONAL, 


f reeFormatData-2 


[59 


FreeFormatData OPTIONAL, 


f reeFormatDataAppend-2 


[60 


BOOLEAN OPTIONAL, 


systemType 


[61 


SystemType OPTIONAL, 


rate Indication 


[62 


Ratelndication OPTIONAL 



MTCallRecord 



SET 
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recordXype 

servedlMSI 

servedlMEI 

servedMSISDN 

callingNumber 

connectedNumber 

recordingEntity 

mscIncomingXKGP 

mscOutgoingXKGP 

location 

changeOf Location 

basicService 

transparency Indicator 

changeOf Service 

supplServicesUsed 

aocParameters 

changeOf AOCParms 

msClassmark 

changeOf Classmark 

seizureXime 

answerXime 

releaseXime 

callDuration 

dataVolume 

radioChanRequested 

radioChanUsed 

changeOf RadioChan 

causeForXerm 

diagnostics 

callRef erence 

sequenceNumber 

additionalChgInf o 

recordExtensions 

networkCallRef erence 

mSCAddress 

hSCSDChanRequested 

hSCSDChanAllocated 

changeOf HSCSDParms 

f nur 

aiurRequested 

chanCodingsAcceptable 

chanCodingUsed 

speechVersionSupported 

speechVersionUsed 

gsm-SCFAddress 

serviceKey 

systemXype 

ratelndication 



CallEventRecordXype , 
IMS I, 

IMEI OPTIONAL, 
CalledNumber OPTIONAL, 
CallingNumber OPTIONAL, 
ConnectedNumber OPTIONAL, 
RecordingEntity, 
XrunkGroup OPTIONAL, 
XrunkGroup OPTIONAL, 
LocationAreaAndCell OPTIONAL, 

SEQUENCE OF LocationChange OPTIONAL, 

BasicServiceCode OPTIONAL, 

Transparencyind OPTIONAL, 

SEQUENCE OF ChangeOf Service OPTIONAL, 

SEQUENCE OF SuppServiceUsed OPTIONAL, 

AOCParameters OPTIONAL, 

SEQUENCE OF AOCParmChange OPTIONAL, 

Classmark OPTIONAL, 

ChangeOfClassmark OPTIONAL, 

XimeStamp OPTIONAL, 

XimeStamp OPTIONAL, 

XimeStamp OPTIONAL, 

CallDuration, 

DataVolume OPTIONAL, 

RadioChanRequested OPTIONAL, 

Xraf ficChannel OPTIONAL, 

ChangeOfRadioChannel OPTIONAL, 

CauseForTerm, 

Diagnostics OPTIONAL, 

CallRef erence, 

INTEGER OPTIONAL, 

AdditionalChglnfo OPTIONAL, 

ManagementExtensions OPTIONAL, 

NetworkCallReference OPTIONAL, 

MSCAddress OPTIONAL, 

NumOf HSCSDChanRequested OPTIONAL, 

NumOf HSCSDChanAllocated OPTIONAL, 

SEQUENCE OF HSCSDParmsChange OPTIONAL, 

Fnur OPTIONAL, 

AiurRequested OPTIONAL, 

SEQUENCE OF ChannelCoding OPTIONAL, 

ChannelCoding OPTIONAL, 

SpeechVersionldentif ier OPTIONAL, 

SpeechVersionldentif ier OPTIONAL, 

Gsm-SCFAddress OPTIONAL, 

ServiceKey OPTIONAL, 

SystemType OPTIONAL, 

Ratelndication OPTIONAL 



RoamingRecord : := SEX 

{ 

recordXype [0] 

servedlMSI [1] 

servedMSISDN [2] 

callingNumber [3] 

roamingNumber [4] 

recordingEntity [5] 

mscIncommgTKGP [6] 

mscOutgoingXKGP [7] 

basicService [8] 
transparencylndicator [9] 

changeOf Service [10] 

SupplServicesUsed [11] 

seizureXime [12] 

answerXime [13] 

releaseXime [14] 

callDuration [15] 

dataVolume [16] 

causeForXerm [17] 

diagnostics [18] 

callRef erence [19] 

sequenceNumber [20] 

recordExtensions [21] 

networkCallRef erence [22] 

mSCAddress [23] 



CallEventRecordXype, 
IMSI, 

MSISDN OPTIONAL, 
CallingNumber OPTIONAL, 
RoamingNumber OPTIONAL, 
RecordingEntity, 
XrunkGroup OPTIONAL, 
TrunkGroup OPTIONAL, 
BasicServiceCode OPTIONAL, 
Transparencyind OPTIONAL, 

SEQUENCE OF ChangeOf Service OPTIONAL, 

SEQUENCE OF SuppServiceUsed OPTIONAL, 

XimeStamp OPTIONAL, 

XimeStamp OPTIONAL, 

XimeStamp OPTIONAL, 

CallDuration, 

DataVolume OPTIONAL, 

CauseForTerm, 

Diagnostics OPTIONAL, 

CallReference, 

INTEGER OPTIONAL, 

ManagementExtensions OPTIONAL, 

NetworkCallReference OPTIONAL, 

MSCAddress OPTIONAL 
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TermCAMELRecord 



SET 



recordtype 

servedlMSI 

servedMSISDN 

recordingEntity 

inter rogationTime 

destinationRoutingAddress 

gsm-SCFAddress 

serviceKey 

networkCallRef erence 

mSCAddress 

def aultCallHandling 

recordExtensions 

calledNumber 

callingNumber 

mscIncomingTKGP 

mscOutgoingTKGP 

seizureTime 

answerTime 

releaseTime 

callDuration 

dataVolume 

causeForTerm 

diagnostics 

callRef erence 

sequenceNumber 

numberOf DPEncountered 

levelOfCAMELService 

f reeFormatData 

cAMELCallLegInf ormation 

f reeFormatDataAppend 

mscServer Indication 

def aultCallHandling-2 

gsm-SCFAddress-2 

serviceKey-2 

f reeFormatData-2 

f reeFormatDataAppend-2 



CallEventRecordType, 
IMS I, 

MSISDN OPTIONAL, 
RecordingEntity, 
TimeStamp, 

DestinationRoutingAddress, 
Gsm-SCFAddre s s , 
ServiceKey, 

NetworkCallReference OPTIONAL, 
MSCAddress OPTIONAL, 

DefaultCallHandling OPTIONAL, 

ManagementExtensions OPTIONAL, 

CalledNumber, 

CallingNumber OPTIONAL, 

TrunkGroup OPTIONAL, 

TrunkGroup OPTIONAL, 

TimeStamp OPTIONAL, 

TimeStamp OPTIONAL, 

TimeStamp OPTIONAL, 

CallDuration, 

DataVolume OPTIONAL, 

CauseForTerm, 

Diagnostics OPTIONAL, 

CallRef erence, 

INTEGER OPTIONAL, 

INTEGER OPTIONAL, 

LevelOfCAMELService OPTIONAL, 

FreeFormatData OPTIONAL, 

SEQUENCE OF CAMELInf ormation OPTIONAL, 

BOOLEAN OPTIONAL, 

BOOLEAN OPTIONAL 

DefaultCallHandling OPTIONAL, 

Gsm-SCFAddress OPTIONAL, 

ServiceKey OPTIONAL, 

FreeFormatData OPTIONAL, 

BOOLEAN OPTIONAL, 



IncGatewayRecord 
{ 

recordType [0] 

callingNumber [1] 

calledNumber [2] 

recordingEntity [3] 

mscIncomingTKGP [4] 

mscOutgoingTKGP [5] 

seizureTime [6] 

answerTime [7] 

releaseTime [8] 

callDuration [9] 

dataVolume [10] 

causeForTerm [11] 

diagnostics [12] 

callReference [13] 

sequenceNumber [14] 

recordExtensions [15] 



SET 

CallEventRecordType, 
CallingNumber OPTIONAL, 
CalledNumber, 
RecordingEntity, 
TrunkGroup OPTIONAL, 
TrunkGroup OPTIONAL, 
TimeStamp OPTIONAL, 
TimeStamp OPTIONAL, 
TimeStamp OPTIONAL, 
CallDuration, 
] DataVolume OPTIONAL, 
] CauseForTerm, 
] Diagnostics OPTIONAL, 
CallReference, 
INTEGER OPTIONAL, 
ManagementExtensions OPTIONAL 



OutGatewayRecord 



SET 



recordType [0] 

callingNumber [1] 

calledNumber [2] 

recordingEntity [3] 

mscIncomingTKGP [4] 

mscOutgoingTKGP [5] 

seizureTime [6] 

answerTime [7] 

releaseTime [8] 

callDuration [9] 

dataVolume [10 

causeForTerm [11 

diagnostics [12 

callReference [13 

sequenceNumber [14 

recordExtensions [15 



CallEventRecordType, 
CallingNumber OPTIONAL, 
CalledNumber, 
RecordingEntity, 
TrunkGroup OPTIONAL, 
TrunkGroup OPTIONAL, 
TimeStamp OPTIONAL, 
TimeStamp OPTIONAL, 
TimeStamp OPTIONAL, 
CallDuration, 

DataVolume OPTIONAL, 

CauseForTerm, 

Diagnostics OPTIONAL, 

CallReference, 

INTEGER OPTIONAL, 

ManagementExtensions OPTIONAL 
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} 

TransitCallRecord 
{ 

recordType 

recordingEntity 

mscIncomingTKGP 

mscOutgoingTKGP 

callingNumber 

calledNumber 

isdnBasicService 

seizureTimestamp 

answer Timest amp 

releaseTimestamp 

callDuration 

dataVolume 

causeForTerm 

diagnostics 

callRef erence 

sequenceNumber 

recordExtensions 

} 

MOSMSRecord 
{ 

recordType 

servedlMSI 

servedlMEI 

servedMSISDN 

msClassmark 

serviceCentre 

recordingEntity 

location 

messageRef erence 

originationTime 

smsResult 

recordExtensions 

destinationNumber 

cAMELSMS Information 

systemType 

} 

MTSMSRecord 
{ 

recordType 

serviceCentre 

servedlMSI 

servedlMEI 

servedMSISDN 

msClassmark 

recordingEntity 

location 

deliveryTime 

smsResult 

recordExtensions 

systemType 

cAMELSMS Information 

} 

MOSMSIWRecord 
{ 

recordType 

serviceCentre 

servedlMSI 

recordingEntity 

eventTime 

smsResult 

recordExtensions 

} 

MTSMSGWRecord 
{ 

recordType 

serviceCentre 

servedlMSI 

servedMSISDN 

recordingEntity 

eventTime 



:= SET 

[0] CallEventRecordType, 

[I] RecordingEntity, 

[2] TrunkGroup OPTIONAL, 
[3] TrunkGroup OPTIONAL, 
[4] CallingNumber OPTIONAL, 
[5] CalledNumber, 
[6] BasicService OPTIONAL, 
[7] TimeStamp OPTIONAL, 
[8] TimeStamp OPTIONAL, 
[9] TimeStamp OPTIONAL, 
[10] CallDuration, 

[II] DataVolume OPTIONAL, 
[12] CauseForTerm, 

[13] Diagnostics OPTIONAL, 

[14] CallReference, 

[15] INTEGER OPTIONAL, 

[16] ManagementExtensions OPTIONAL 



:= SET 

0] CallEventRecordType, 

I] IMSI, 

2] IMEI OPTIONAL, 

3] MSISDN OPTIONAL, 

4] Classmark, 

5] AddressString, 

6] RecordingEntity, 

7] LocationAreaAndCell OPTIONAL, 

8] MessageReference, 

9] TimeStamp, 

10] SMSResult OPTIONAL, 

II] ManagementExtensions OPTIONAL, 
12] CalledNumber OPTIONAL, 

13] CAMELSMSInformation OPTIONAL, 
14] SystemType OPTIONAL 



:= SET 

0] CallEventRecordType, 

I] AddressString, 
2] IMSI, 

3] IMEI OPTIONAL, 

4] MSISDN OPTIONAL, 

5] Classmark, 

6] RecordingEntity, 

7] LocationAreaAndCell OPTIONAL, 

8] TimeStamp, 

9] SMSResult OPTIONAL, 

10] ManagementExtensions OPTIONAL, 

II] SystemType OPTIONAL, 

12] CAMELSMSInformation OPTIONAL 



:= SET 

0] CallEventRecordType, 

1] AddressString, 

2] IMSI, 

3] RecordingEntity, 

4] TimeStamp, 

5] SMSResult OPTIONAL, 

6] ManagementExtensions OPTIONAL 



:= SET 

0] CallEventRecordType, 

1] AddressString, 

2] IMSI, 

3] MSISDN OPTIONAL, 

4] RecordingEntity, 

5] TimeStamp, 
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smsResult 
recordExtensions 



[6] SMSResult OPTIONAL, 

[7] ManagementExtensions OPTIONAL 



SSActionRecord 
{ 

recordType 

servedlMSI 

servedlMEI 

servedMSISDN 

msClassmark 

recordingEntity 

location 

basicServices 

supplService 

ssAction 

ssActionTime 

ssParameters 

ssActionResult 

callRef erence 

recordExtensions 

systemType 



: := SET 

[0] CallEventRecordType, 

[I] IMSI, 

[2] IMEI OPTIONAL, 

[3] MSISDN OPTIONAL, 

[4] Classmark, 

[5] RecordingEntity, 

[6] LocationAreaAndCell OPTIONAL, 

[7] BasicServices OPTIONAL, 

[8] SS-Code OPTIONAL, 

[9] SSActionType OPTIONAL, 

[10] TimeStamp, 

[II] SSParameters OPTIONAL, 
[12] SSActionResult OPTIONAL, 
[13] CallReference, 

[14] ManagementExtensions OPTIONAL, 
[15] SystemType OPTIONAL 



HLRIntRecord 
{ 



SET 



recordType 


[0] 


CallEventRecordType, 


servedlMSI 


[1] 


IMSI, 


servedMSISDN 


[2] 


MSISDN, 


recordingEntity 


[3] 


RecordingEntity, 


basicService 


[4] 


BasicServiceCode OPTIONAL, 


routingNumber 


[5] 


RoutingNumber, 


inter rogationTime 


[6] 


TimeStamp, 


numberOf Forwarding 


[7] 


NumberOfForwarding OPTIONAL, 


inter rogationResult 


[8] 


HLRIntResult OPTIONAL, 


recordExtensions 


[9] 


ManagementExtensions OPTIONAL 



LocUpdateHLRRecord 
{ 

recordType 

servedlMSI 

recordingEntity 

oldLocation 

newLocation 

updateTime 

updateResult 

recordExtensions 



SET 

[0] CallEventRecordType, 

[1] IMSI, 

[2] RecordingEntity, 

[3] Visited-Location-info OPTIONAL, 

[4] Visited-Location-info, 

[5] TimeStamp, 

[6] LocUpdResult OPTIONAL, 

[7] ManagementExtensions OPTIONAL 



LocUpdateVLRRecord 



SET 



recordType 
servedlMSI 

servedMSISDN 

recordingEntity 

oldLocation 

newLocation 

msClassmark 

updateTime 

updateResult 

recordExtensions 



[0] CallEventRecordType, 

[1] IMSI, 

[2] MSISDN OPTIONAL, 

[3] RecordingEntity, 

[4] Location-info OPTIONAL, 

[5] Location-info, 

[6] Classmark, 

[7] TimeStamp, 

[8] LocUpdResult OPTIONAL, 

[9] ManagementExtensions OPTIONAL 



CommonEquipRecord : := SET 

{ 

recordType [0] 

equipmentType [1] 

equipmentid [2] 

servedlMSI [3] 

servedMSISDN [4] 

recordingEntity [5] 

basicService [6] 

changeOf Service [7] 

supplServicesUsed [8] 

seizureTime [9] 

releaseTime [10] 



CallEventRecordType, 

EquipmentType, 

Equipmentid, 

IMSI, 

MSISDN OPTIONAL, 
RecordingEntity, 
BasicServiceCode OPTIONAL, 
SEQUENCE OF ChangeOf Service OPTIONAL, 
SEQUENCE OF SuppServiceUsed OPTIONAL, 
TimeStamp, 
TimeStamp OPTIONAL, 
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callDuration 

callRef erence 

sequenceNumber 

recordExtensions 

systemType 

ratelndication 

f nur 



[11] CallDuration, 

[12] CallReference, 

[13] INTEGER OPTIONAL, 

[14] ManagementExtensions OPTIONAL, 

[15] SystemType OPTIONAL, 

[16] Ratelndication OPTIONAL, 

[17] Fnur OPTIONAL 



— OBSERVED IMEI TICKETS 



ObservedlMEI Ticket 
{ 



servedlMEI 


[0] 


imeiStatus 


[1] 


servedlMSI 


[2] 


servedMSISDN 


[3] 


recordingEntity 


[4] 


event Time 


[5] 


location 


[6] 


imeiCheckEvent 


[7] 


CallReference 


[8] 


recordExtensions 


[9] 



SET 
IMEI, 

IMEIStatus, 
IMS I, 

MSISDN OPTIONAL, 
RecordingEntity, 
TimeStamp, 

LocationAreaAndCell , 
IMEICheckEvent OPTIONAL, 
CallReference OPTIONAL, 
ManagementExtensions OPTIONAL 



— LOCATION SERICE TICKETS 



MTLCSRecord 



SET 



recordType 

recordingEntity 

IcsClientType 

IcsClient Identity 

servedlMSI 

servedMSISDN 

locationType 

IcsQos 

IcsPriority 

mlc-Number 

event TimeStamp 

measureDuration 

not if icationToMSUser 

privacyOverride 

location 

locat ionEstimate 

positioningData 

IcsCause 

diagnostics 

systemType 

recordExtensions 



[0] 

[1] 

[2] 

[3] 

[4] 

[5] 

[6] 

[7] 

[8] 

[9] 

[10] 

[11] 

[12] 

[13] 

[14] 

[15] 

[16] 

[17] 

[18] 

[19] 

[20] 



CallEventRecordType, 
RecordingEntity, 
LCSClientType, 
LCSClient Identity, 
IMS I, 

MSISDN OPTIONAL, 
LocationType, 
LCSQoSInfo OPTIONAL, 
LCS-Priority OPTIONAL, 
ISDN-AddressString, 
TimeStamp, 

CallDuration OPTIONAL, 
NotificationToMSUser OPTIONAL, 
NULL OPTIONAL, 

LocationAreaAndCell OPTIONAL, 

Ext -Geographical Information OPTIONAL, 

PositioningData OPTIONAL, 

LCSCause OPTIONAL, 

Diagnostics OPTIONAL, 

SystemType OPTIONAL, 

ManagementExtensions OPTIONAL 



MOLCSRecord 
{ 

recordType 

recordingEntity 

IcsClientType 

IcsClient Identity 

servedlMSI 

servedMSISDN 

molr-Type 

IcsQos 

IcsPriority 

mlc-Number 

event Time St amp 

measureDuration 

location 

locat ionEstimate 
positioningData 



SET 

[0] 

[1] 

[2] 

[3] 

[4] 

[5] 

[6] 

[7] 

[8] 

[9] 

[10] 

[11] 

[12] 

[13] 

[14] 



CallEventRecordType, 
RecordingEntity, 
LCSClientType OPTIONAL, 
LCSClientldentity OPTIONAL, 
IMS I, 

MSISDN OPTIONAL, 
MOLR-Type, 

LCSQoSInfo OPTIONAL, 
LCS-Priority OPTIONAL, 
ISDN-AddressString OPTIONAL, 
TimeStamp, 

CallDuration OPTIONAL, 
LocationAreaAndCell OPTIONAL, 
Ext -Geographical In format ion OPTIONAL, 
PositioningData OPTIONAL, 
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IcsCause 
diagnostics 
systemType 
recordExtensions 



[15] LCSCause OPTIONAL, 

[16] Diagnostics OPTIONAL, 

[17] SystemType OPTIONAL, 

[18] ManagementExtensions OPTIONAL 



NILCSRecord 
{ 

recordXype 

recordingEntity 

IcsClientType 

IcsClient Identity 

servedlMSI 

servedMSISDN 

servedlMEI 

emsDigits 

emsKey 

IcsQos 

IcsPriority 

mlc-Number 

event TimeSt amp 

measureDuration 

location 

locationEstimate 

positioningData 

IcsCause 

diagnostics 

systemType 

recordExtensions 



SET 

[0] CallEventRecordType, 

[I] RecordingEntity, 

[2] LCSClientType OPTIONAL, 

[3] LCSClientldentity OPTIONAL, 

[4] IMSI OPTIONAL, 

[5] MSISDN OPTIONAL, 

[6] IMEI OPTIONAL, 

[7] ISDN-AddressString OPTIONAL, 

[8] ISDN-AddressString OPTIONAL, 

[9] LCSQoSInfo OPTIONAL, 

[10] LCS-Priority OPTIONAL, 

[II] ISDN-AddressString OPTIONAL, 
[12] TimeStamp, 

[13] CallDuration OPTIONAL, 

[14] LocationAreaAndCell OPTIONAL, 

[15] Ext-Geographicalinf ormation OPTIONAL, 

[16] PositioningData OPTIONAL, 

[17] LCSCause OPTIONAL, 

[18] Diagnostics OPTIONAL, 

[19] SystemType OPTIONAL, 

[20] ManagementExtensions OPTIONAL 



FTAM / FTP / TFTP FILE CONTENTS 



CallEventDataFile 
{ 

headerRecord 
callEventRecords 
trailerRecord 
extensions 



: : = SEQUENCE 

[0] HeaderRecord, 

[1] SEQUENCE OF CallEventRecord, 

[2] TrailerRecord, 

[3] ManagementExtensions 



ObservedlMEITicketFile 
{ 

product ionDateTime 
observedlMEI Tickets 
noOf Records 
extensions 



SEQUENCE 

[0] TimeStamp, 

[1] SEQUENCE OF ObservedlMEITicket, 
[2] INTEGER, 

[3] ManagementExtensions 



HeaderRecord 
{ 

product ionDateTime 

recordingEntity 

extensions 



SEQUENCE 

[0] TimeStamp, 

[1] RecordingEntity, 

[2] ManagementExtensions 



TrailerRecord 
{ 

product ionDateTime 
recordingEntity 
f irstCallDateTime 
lastCallDateTime 
noOf Records 
extensions 



SEQUENCE 

[0] TimeStamp, 

[1] RecordingEntity, 

[2] TimeStamp, 

[3] TimeStamp, 

[4] INTEGER, 

[5] ManagementExtensions 



COMMON DATA TYPES 



AdditionalChgInf o 
{ 



SEQUENCE 
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chargelndicator [0] Chargelndicator OPTIONAL, 

chargeParameters [1] OCTET STRING OPTIONAL 

} 

AiurRequested : := ENUMERATED 

{ 

— See Bearer Capability TS 24.008 

— (note that value "4" is intentionally missing 

because it is not used in TS 24.008) 



aiur09600Bit 
aiurl4400Bit 
aiurl9200Bit 
aiur28800Bit 
aiur38400Bit 
aiur43200Bit 
aiur57600Bit 
aiur38400Bit 
aiur38400Bit 
aiur38400Bit 
aiur38400Bit 



sPerSecond 

sPerSecond 

sPerSecond 

SPerSecond 

SPerSecond 

SPerSecond 

SPerSecond 

sPerSecondl 

sPerSecond2 

sPerSecond3 

sPerSecond4 



(1) , 

(2) , 

(3) , 

(5) , 

(6) , 

(7) , 

(8) , 

(9) , 

(10) , 

(11) , 
(12) 



AOCParameters 



SEQUENCE 



See TS 22.024. 



el 
e2 
e3 
e4 
e5 
e6 
el 



[1] 
[2] 
[3] 
[4] 
[5] 
[6] 
[7] 



EParameter 
EParameter 
EParameter 
EParameter 
EParameter 
EParameter 
EParameter 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL 



AOCParmChange 
{ 

changeTime 
newParameters 



: : = SEQUENCE 

[0] TimeStamp, 
[1] AOCParameters 



BasicServices 



SET OF BasicServiceCode 



BCDDirectoryNumber : 

— This type contains 

— a directory number 

— The encoding of the 

— the elements "Calli 

— and "Connected numb 

— This encoding inclu 

— together with a BCD 

— It may also contain 

— (octet 3a) . 

— For the avoidance o 

— octets 1 and 2, the 

— redundant . 



= OCTET STRING 

the binary coded decimal representation of 
e.g. calling/called/connected/translated number. 

octet string is in accordance with the 
ng party BCD number", "Called party BCD number" 
er" defined in TS 24.008. 

des type of number and number plan information 

encoded digit string. 

both a presentation and screening indicator 

f doubt, this field does not include 
element name and length, as this would be 



CallDuration 



The call duration in seconds. 

For successful calls this is the chargeable duration. 
For call attempts this is the call holding time. 



CallEventRecordType 



INTEGER 



moCallRecord 


(0) , 


mtCallRecord 


(1) , 


roamingRecord 


(2) , 


IncGatewayRecord 


(3) , 


outGatewayRecord 


(4) , 


trans it CallRecord 


(5) , 


moSMSRecord 


(6), 


mtSMSRecord 


(7), 
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moSMSIWRecord 


(8), 


mtSMSGWRecord 


(9), 


ssActionRecord 


(10), 


hlrlntRecord 


(11), 


locUpdateHLRRecord 


(12) , 


locUpdateVLRRecord 


(13) , 


commonEquipRecord 


(14) , 


moTraceRecord 


(15) , 


mtTraceRecord 


(16) , 


termCAMELRecord 


(17), 



Record values 18.. 22 are GPRS specific. 
The contents are defined in TS 32.015 



sgsnPDPRecord 

ggsnPDPRecord 

sgsnMMRecord 

sgsnSMORecord 

sgsnSMTRecord 



(18) , 

(19) , 

(20) , 

(21) , 

(22) , 



Record values 23.. 24 are MMS specific. 
The contents are defined in TS 32.235 



mmsORecord 
mmsTRecord 



(23) , 

(24) , 



} 



Record values 25.. 27 are LCS specific. 

The contents are defined in this specification 32.205 



mtLCSRecord 
moLCSRecord 
niLCSRecord 



(25) , 

(26) , 

(27) , 



Record values 28 are LCS specific. 

The contents are defined in this specification 32.205 



sgsnMtLCSRecord 



(28) 



CalledNumber 

CallingNumber 

CallingPartyCategory 

CallRef erence 

CallType 
{ 

mobileOriginated 
mobileTerminated 

} 

CallTypes 

CAMELDestinationNumber 
CAMELInf ormation 



{ 



CAMELDestinationNumber 
connect edNumber 

roamingNumber 

mscOutgoingTKGP 

seizureTime 

answerTime 

releaseTime 

callDuration 

dataVolume 

CAMEL I nit CF Indicator 

causeForTerm 

CAME LModi float ion 

f reeFormatData 

diagnostics 

f reeFormatDataAppend 

f reeFormatData-2 

f reeFormatDataAppend-2 



BCDDirectoryNumber 

BCDDirectoryNumber 

Category 

INTEGER 

INTEGER 



SET OF CallType 

DestinationRoutingAddress 

SET 

[I] CAMELDestinationNumber OPTIONAL, 
[2] ConnectedNumber OPTIONAL, 

[3] RoamingNumber OPTIONAL, 

[4] TrunkGroup OPTIONAL, 

[5] TimeStamp OPTIONAL, 

[6] TimeStamp OPTIONAL, 

[7] TimeStamp OPTIONAL, 

[8] CallDuration OPTIONAL, 

[9] DataVolume OPTIONAL, 

[10] CAMELInitCFIndicator OPTIONAL, 

[II] CauseForTerm OPTIONAL, 

[12] ChangedParameters OPTIONAL, 

[13] FreeFormatData OPTIONAL, 

[14] Diagnostics OPTIONAL, 

[15] BOOLEAN OPTIONAL, 

[16] FreeFormatData OPTIONAL, 

[17] BOOLEAN OPTIONAL 
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CAMELInitCFIndicator ::= ENUMERATED 

{ 

noCAMELCallForwarding (0) , 

cAMELCallForwarding (1) 

} 



CAMELModif icationParameters : := SET 

— The list contains only parameters changed due to CAMEL call 

— handling. 

{ 

callingPartyNumber 
callingPartyCategory 
originalCalledPartyNumber 
genericNumbers 
redirect ingPartyNumber 
redirect ionCounter 



[0] CallingNumber OPTIONAL, 

[1] CallingPartyCategory OPTIONAL, 

[2] OriginalCalledNumber OPTIONAL, 

[3] GenericNumbers OPTIONAL, 

[4] RedirectingNumber OPTIONAL, 

[5] NumberOf Forwarding OPTIONAL 



CAMELSMSInformation ::= SET 

{ 

gsm-SCFAddress 

serviceKey 

default SMSHandling 

f reeFormatData 

callingPartyNumber 

destinationSubscriberNumber 

cAMELSMSCAddress 

smsRef erenceNumber 



[1] Gsm-SCFAddress OPTIONAL, 

[2] ServiceKey OPTIONAL, 

[3] DefaultSMS-Handling OPTIONAL, 

[4] FreeFormatData OPTIONAL, 

[5] CallingNumber OPTIONAL, 

[6] CalledNumber OPTIONAL, 

[7] AddressString OPTIONAL, 

[8] CallRef erenceNumber OPTIONAL 



Category : := OCTET STRING (SIZE(l)) 

— The internal structure is defined in CCITT Rec Q.7 63. 



CauseForTerm : := INTEGER 

— Cause codes from 16 up to 31 are defined in GSM12.15 as 'CauseForRecClosing' 

— (cause for record closing) . 

— There is no direct correlation between these two types. 

{ 

normalRelease (0) , 

partialRecord (1) , 

partialRecordCallReestablishment (2) , 

unsuccessfulCallAttempt (3) , 

stableCallAbnormalTermination (4) , 

cAMELInitCallRelease (5) 

} 



Cellld ::= OCTET STRING (SIZE (2)) 
— Coded according to TS 24.008 



ChangedParameters : := SET 

{ 

changeFlags [0] ChangeFlags, 

changeList [1] CAMELModif icationParameters OPTIONAL 

} 



ChangeFlags : := BIT STRING 



{ 

callingPartyNumberModif led (0) , 

callingPartyCategoryModif led (1) , 
originalCalledPartyNumberModif led (2) , 

genericNumbersModif ied (3) , 

redirectingPartyNumberModif led (4) , 

redirectionCounterModif ied (5) 
} 



ChangeOfClassmark : := SEQUENCE 
{ 

classmark [0] Classmark, 

changeTime [1] TimeStamp 
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ChangeOf RadioChannel 
{ 

radioChannel 

changeTime 

speechVersionUsed 



: := SEQUENCE 

[0] Traf f icChannel, 

[1] TimeStamp, 

[2] SpeechVersionldentif ier OPTIONAL 



ChangeOf Service 
{ 

basicService 
transparencyind 
changeTime 
ratelndication 
f nur 



: := SEQUENCE 

[0] BasicServiceCode, 

[1] Transparencyind OPTIONAL, 

[2] TimeStamp, 

[3] Ratelndication OPTIONAL, 

[4] Fnur OPTIONAL 



ChannelCoding 
{ 

tchF4800 
tchF9600 
tchF14400 



ENUMERATED 



(1) , 

(2) , 
(3) 



Chargelndicator 
{ 

noCharge 
charge 



INTEGER 



(0), 
(1) 



Classmark 



OCTET STRING 



See Mobile station classmark 



TS 24.008 



ConnectedNumber : := BCDDirectoryNumber 

DataVolume : := INTEGER 

— The volume of data transferred in segments of 54 octets. 



Day 

DayClass 

DayClasses 

DayDef inition 
{ 

day 

dayClass 



: := INTEGER (1 . . 31) 

: := Ob jectlnstance 

: := SET OF DayClass 

: := SEQUENCE 

[0] DayOfTheWeek, 
[1] Ob jectlnstance 



DayDefinitions 

DateDefinition 
{ 

month 
day 

dayClass 

} 



::= SET OF DayDef inition 

: : = SEQUENCE 

[0] Month, 
[1] Day, 

[2] Ob jectlnstance 



DateDef initions 

DayOfTheWeek 
{ 

allDays 

Sunday 

monday 

tuesday 

Wednesday 

thursday 

f riday 

Saturday 



SET OF DateDefinition 



ENUMERATED 



(0) , 

(1) , 

(2) , 

(3) , 

(4) , 

(5) , 

(6) , 
(7) 
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Diagnostics 
{ 



: := CHOICE 
[0] INTEGER, 



gsm0408Cause 

— See TS 24.008 

gsm0902MapErrorValue [1] INTEGER, 

— Note: The value to be stored here corresponds to 

— the local values defined in the MAP-Errors and 

— MAP-DialogueInf ormation modules, for full details 

— see TS 29.002. 

ccittQ767Cause [2] INTEGER, 

— See CCITT Q.767 

networkSpecif icCause [3] ManagementExtension, 

— To be defined by network operator 

manuf acturerSpecif icCause [4] ManagementExtension, 

— To be defined by manufacturer 



IcsCauseDiagnostics 
— see TS 29.002 



} 



Destinations 

EmergencyCalllndEnable 

EmergencyCall Indication 
{ 



cellld 
callerld 



[ 5 ] PositionMethodFailure-Diagnostic 

: := SET OF AE-title 

: : = BOOLEAN 

: := SEQUENCE 

[0] Cellld, 
[1] IMSIorlMEI 



} 



EParameter : := INTEGER (0..1023) 

— Coded according to TS 22.024 and TS 24.080 



Equipment Id 



Equ ipment Type 



{ 



conf erenceBridge 



INTEGER 
INTEGER 



(0) 



FileType 
{ 



INTEGER 



callRecords (1), 
traceRecords (9), 
observedlMEITicket (14) 



Fnur 
{ 



ENUMERATED 



See Bearer Capability TS 24.006 



f nurNotAppli 

fnur9600-Bit 
fnurl4400Bit 
fnurl9200Bit 
fnur28800Bit 
fnur38400Bit 
fnur48000Bit 
fnur56000Bit 
fnur64000Bit 
fnur33600Bit 
fnur32000Bit 
fnur31200Bit 



cable 

sPerSecond 
sPerSecond 
sPerSecond 
sPerSecond 
sPerSecond 
sPerSecond 
sPerSecond 
sPerSecond 
sPerSecond 
SPerSecond 
SPerSecond 



} 



ForwardToNumber 
FreeFormatData 



(0) 
(1) 
(2) 
(3) 
(4) 
(5) 
(6) 
(7) 
(8) 
(9) 
(10 
(11 



AddressString 

OCTET STRING ( S I ZE ( 1 . . 1 60 ) ) 



Free formated data as sent in the FCI message 
See TS 29.078 



GenericNumber 
GenericNumbers 



BCDDirectoryNumber 
SET OF GenericNumber 
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Gsm-SCFAddress 

— See TS 29.002 



ISDN-AddressString 



HLRIntResult 



HSCSDParmsChange 



{ 



changeTime 

hSCSDChanAllocated 

initiatingParty 

aiurRequested 

chanCodingUsed 

hSCSDChanRequested 



Diagnostics 

SEQUENCE 

[0] TimeStamp, 

[1] NumOf HSCSDChanAllocated, 
[2] InitiatingParty OPTIONAL, 
[3] AiurRequested OPTIONAL, 
[4] ChannelCoding, 

[5] NumOf HSCSDChanRequested OPTIONAL 



IMEICheckEvent : := INTEGER 

{ 

mobileOriginatedCall (0), 

mobileTerminatedCall (1), 

smsMobileOriginating (2), 

smsMobileTerminating (3), 

ssAction (4) , 

locationUpdate (5) 



IMEIStatus 



ENUMERATED 



greyListedMobileEquipment (0) , 

blackListedMobileEquipment (1) , 

nonWhiteListedMobileEquipment (2) 



IMSIorlMEI 



CHOICE 



imsi 
imei 



[0] IMSI, 
[1] IMEI 



InitiatingParty 
{ 

network 
subscriber 



ENUMERATED 



(0), 
(1) 



LCSCause 



OCTET STRING (SIZE(l)) 



See LCS Cause Value, 3GPP TS 4 9.031 



LCSClient Identity 
{ 



SEQUENCE 



IcsClientExternallD [0] LCSClientExternallD OPTIONAL, 
IcsClientDialedByMS [1] AddressString OPTIONAL, 
IcsClientlnternallD [2] LCSClientlnternallD OPTIONAL 



} 



LCSQoSInfo ::= OCTET STRING {SIZE (4)) 

— See LCS QoS IE, 3GPP TS 49.031 



LevelOfCAMELService 
{ 



: := BIT STRING 
(0), 



basic 

callDurationSupervision (1) , 
onlineCharging (2) 



Locat ionAreaAndCell 
{ 



SEQUENCE 



locationAreaCode [0] LocationAreaCode, 
cellld [1] Cellld 



LocationAreaCode 



OCTET STRING (SIZE (2)) 



ETSI 



3GPP TS 32.205 version 5.0.0 Release 5 



58 



ETSI TS 132 205 V5.0.0 (2002-03) 



See TS 24.008 



LocationChange 
{ 

location 
changeTime 



: : = SEQUENCE 

[0] LocationAreaAndCell, 
[1] TimeStamp 



Location-info 
{ 



mscNumber 
location-area 
cell-identification [3] Cellld OPTIONAL 



SEQUENCE 

[1] MscNo OPTIONAL, 
[2] LocationAreaCode, 



} 



LocUpdResult : := Diagnostics 

ManagementExtensions : := SET OF ManagementExtension 
MCCMNC ::= GraphicString (SIZE (6)) 

— This type contains the mobile country code (MCC) and the mobile 

— network code (MNC) of a PLMN. 



MessageRef erence 
Month 
MSCAddress 
MscNo 

— See TS 23.003 



: := OCTET STRING 

: := INTEGER (1 . .12) 

: := AddressString 

: := ISDN-AddressString 



MSISDN ::= ISDN-AddressString 
— See TS 23.003 



MSPowerClasses 



NetworkCallRef erence 
— See TS 29.002 



SET OF RFPowerCapability 
CallRef erenceNumber — 



NetworkSpecif icCode : := INTEGER 

— To be defined by network operator 



NetworkSpecif icServices : 

NumOfHSCSDChanRequested 

NumOfHSCSDChanAllocated 

ObservedlMEITicketEnable 

OriginalCalledNumber 

OriginDestCombinations 

OriginDestCombination 
{ 

origin 
destination 



SET OF NetworkSpecif icCode 
INTEGER 
INTEGER 
BOOLEAN 

BCDDirectoryNumber 

SET OF OriginDestCombination 

SEQUENCE 

[0] INTEGER OPTIONAL, 
[1] INTEGER OPTIONAL 



— Note that these values correspond to the contents 

— of the attributes originid and destinationid 

— respectively. At least one of the two must be present. 



Part ialRecordTimer 



INTEGER 
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{ 



ENUMERATED 



timeLimit 


(0), 


serviceChange 


(1), 


locationChange 


(2) , 


classmarkChange 


(3) , 


aocParmChange 


(4), 


radioChannelChange 


(5), 


hSCSDParmChange 


(6), 


changeOfCAMELDestination 


(7) 



} 

PartialRecordTypes : := SET OF PartialRecordType 

PositioningData : := OCTET STRING (SIZE (1 . . 33) ) 

— See Positioning Data IE (octet 3..n), 3GPP TS 49.031 



RadioChannelsRequested 

RadioChanRequested 
{ 



SET OF RadioChanRequested 
ENUMERATED 



See Bearer Capability TS 24.008 



half RateChannel 
f ullRateChannel 
dualHalfRatePref erred 
dualFullRatePref erred 



(0) , 

(1) , 

(2) , 
(3) 



Ratelndication 



OCTET STRING (SIZE (1) ) 



RecordClassDestination 
{ 

osApplication 
fileType 

} 

RecordClassDestinations 

RecordingEntity 

RecordingMethod 
{ 

inCallRecord 
inSSRecord 

} 

Redirect ingNumber 

RFPowerCapability 



: := CHOICE 

[0] AE-title, 
[1] FileType 



: := SET OF RecordClassDestination 

: := AddressString 

: : = ENUMERATED 

(0), 
(1) 



BCDDirectoryNumber 



: : = INTEGER 

- This field contains the RF power capability of the 

- Mobile station 

- classmark 1 and 2 of TS 24.008 expressed as an intege 



RoamingNumber 

— See TS 23.003 



ISDN-AddressString 



Rout ingNumber 
{ 

roaming 
forwarded 

} 



: := CHOICE 

[1] RoamingNumber, 
[2] ForwardToNumber 



Service 



CHOICE 



teleservice 
bearer Service 
supplementary Service 
networkSpecif icService 



[1] TeleserviceCode, 

[2] BearerServiceCode, 

[3] SS-Code, 

[4] NetworkSpecif icCode 
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ServiceDistanceDependencies 
ServiceDistanceDependency 



{ 



aocService 
chargingZone 



: := SET OF ServiceDistanceDependency 

: := SEQUENCE 

[0] INTEGER, 

[1] INTEGER OPTIONAL 



Note that these values correspond to the contents 
of the attributes aocServiceld and zoneld 
respectively . 



} 



SimplelntegerName 
Simplest ringName 
SMSResult 

SpeechVersionldentif ier 
— see GSM 08.08 



: := INTEGER 

: := GraphicString 

: := Diagnostics 

OCTET STRING (SIZE(l)) 



— 000 


0001 


GSM 


speech 


full 


rate 


version 


1 




— 001 


0001 


GSM 


speech 


full 


rate 


version 


2 


used for enhanced 


— 010 


0001 


GSM 


speech 


full 


rate 


version 


3 


for future use 


— 000 


0101 


GSM 


speech 


half 


rate 


version 


1 




— 001 


0101 


GSM 


speech 


half 


rate 


version 


2 


for future use 


— 010 


0101 


GSM 


speech 


half 


rate 


version 


3 


for future use 



SSActionResult 



SSActionType 



{ 



Diagnostics 
ENUMERATED 



registration (0), 

erasure (1) , 

activation (2) , 

deactivation (3), 

interrogation (4), 

invocation (5) , 

passwordRegistration (6) 



SSParameters 
{ 

f orwardedToNumber 
unstructuredData 



: := CHOICE 

[0] ForwardToNumber , 
[1] OCTET STRING 



SupplServices 
SuppServiceUsed 



{ 



ssCode 
ssTime 



: := SET OF SS-Code 

: := SEQUENCE 

[0] SS-Code, 

[1] TimeStamp OPTIONAL 



Switchover Time 
{ 



hour 

minute 

second 



: := SEQUENCE 

INTEGER (0. .23) , 
INTEGER (0. . 59) , 
INTEGER (0 . .59) 



Tariff Id 



Tarif fPeriod 
{ 

switchover Time 
tarif fid 



INTEGER 

SEQUENCE 



[0] SwitchoverTime, 
[1] INTEGER 

Note that the value of tariffid corresponds 
to the attribute tariffid. 



} 



Tarif f Periods 
Tarif fSystemStatus 



SET OF TariffPeriod 
ENUMERATED 
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available 
checked 
standby 
active 



(0) , — available for modification 

(1) , — "frozen" and checked 

(2) , — "frozen" awaiting activation 

(3) — "frozen" and active 



TimeStamp 



OCTET STRING (SIZE (9)) 



The contents of this field are a compact form of the UTCTime format 
containing local time plus an offset to universal time. Binary coded 
decimal encoding is employed for the digits to reduce the storage and 
transmission overhead 
e.g. YYMMDDhhmmssShhmm 
where 

YY = Year 00 to 99 
MM = Month 01 to 12 
DD = Day 01 to 31 
hh = hour 00 to 23 
mm = minute 00 to 59 
ss = second 00 to 59 
S = Sign = "+", "- 
hh = hour 00 to 23 
mm = minute 00 to 59 



BCD encoded 
BCD encoded 
BCD encoded 
BCD encoded 
BCD encoded 
BCD encoded 
ASCII encoded 
BCD encoded 
BCD encoded 



Traf f icChannel 
{ 

fullRate 
halfRate 



ENUMERATED 



(0), 
(1) 



Trans latedNumber 



Transparency Ind 



{ 



transparent 
nonTransparent 



BCDDirectoryNumber 
ENUMERATED 



(0), 
(1) 



TrunkGroup 
{ 



tkgpNumber 
tkgpName 



CHOICE 

INTEGER, 
GraphicString 



TSChangeover 
{ 

newActiveTS 

newStandbyTS 

changeover Time 

authkey 

checksum 

versionNumber 



: : = SEQUENCE 

[0] INTEGER, 

[1] INTEGER, 

[2] GeneralizedTime OPTIONAL, 

[3] OCTET STRING OPTIONAL, 

[4] OCTET STRING OPTIONAL, 

[5] OCTET STRING OPTIONAL 



Note that if the changeover time is not 
specified then the change is immediate. 



TSCheckError 
{ 

errorld 
fail 



SEQUENCE 



[0] TSCheckErrorld, 



[1] ANY DEFINED BY errorld OPTIONAL 



TSCheckErrorld 
{ 

globalForm 
localForm 



: := CHOICE 

[0] OBJECT IDENTIFIER, 
[1] INTEGER 



TSCheckResult 
{ 



success 
fail 



: := CHOICE 
[0] NULL, 

[1] SET OF TSCheckError 



TSCopyTariff System 
{ 



SEQUENCE 
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oldTS 
newTS 



[0] INTEGER, 
[1] INTEGER 



TSNextChange 
{ 

noChangeover 
tsChangeover 



: := CHOICE 

[0] NULL, 

[1] TSChangeover 



TypeOf Subscribers 
{ 

home 

visiting 
all (2) 



: : = ENUMERATED 

(0) , — HPLMN subscribers 

(1) , — roaming subscribers 



TypeOf Transaction 
{ 

successful 

unsuccessful 

all 



ENUMERATED 



(0) , 

(1) , 
(2) 



Visited-Locat ion-info 
{ 

mscNumber 
vlrNumber 



SEQUENCE 



[1] MscNo, 
[2] VlrNo 



VlrNo 



ISDN-AddressString 



See TS 23.003 



END 
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7 Charging Data Record Transfer 
7.1 Bulk Data Transfer 

The charging data records shall be transferred from the NEF to the OSF by the use of FT AM protocol on ITU-T 
Recommendation X.25 or TCP/IP, FTP over TCP/IP, or TFTP over TCP/IP services. For further details of the use of 
FTAM see GSM 12.01 [25], for the use of FTP see [26], and for the use of TFTP see [27]. 
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